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I. INTRODUCTION AND SUMMARY

A, INTRODUC TION

This report presents a survey of the state of the art of the
equipment and methods used in cooling to cryogenic temperatures for appli-
cation in spacecraft., This effort was conducted in the Vehicle Engineering
Division under Aerospace JOs 6471 and 2441, entitled "Cooling to Cryogenic

Temperatures. "

Providing refrigeration at cryogenic temperatures for infrared detec-
tors, optical system components, and other devices in spacecraft is an
important requirement for many space projects and a challenge for modern
technology. A number of potential devices in various stages of development
can provide the many cooling requirements; each offers different combina-
tions of weight, power, size, reliability, and in many cases a specific

i refrigeration capacity range and temperatur: level for which it is best suited.
Because of the wide range of operational requirements, however, in many

cases it is difficult to generalize about application of specific cooling devices.

The four fundamental concepts of providing cryogenic cooling to be

discussed in this report are:

a. Closed-cycle mechanical refrigerator systems which provide
cooling at low temperatures and reject heat at high temperatures

b, Open-cycle expendable systems. This category includes stored
high-pressure gas with a Joule-Thomson expansion, the use of
stored cryogens either in the subcritical or supercritical liquid
state, solid cryogens, and liquids stored at room temperatures,

c. Passive radiators which cool systems to cryogenic temperatures
by radiation to the low temperature, deep space environment

d. Thermoelectric coolers utilizing the Peltier cooling effect
. which is caused by a current passing through a junction of two
dissimilar materials

1-1
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This report is intended as a sourcebook and system selection guideline
which may be updated from time to time to include new or revised informa-
tion, This is especially reflected by the section on closed-cycle mechanical
refrigerators in which the format for tables and charis is arranged to facili-
tate continual addition of new data. Although brief descriptions are given of
the thermodynamic cycles associated with many of the closed-cycle refriger-
ators, no attempt has been made to describe the cycles in detail or to derive
the ideal thermodynamic efficiency of any cycle, For this type of theoretical
information, it is recommended that the reader obtain more basic references,

such as those listed in the bibliography of this document.
B. SUMMARY

Background data, description and operation of various refrigeration
cycles, performance data, and development potential have been summarized b
for a number of refrigeration concepts adaptable to spaceborne operations.

Because of the extensive data compiled in this document, the highlights of

et

¢

the entire report are described in this summary section. Various concepts
of providing cooling at cryogenic temperatures are briefly defined, some of
the more significant operating characteristics are indicated, and basic
integration limitations with the entire spacecraft are outlined. Since there
are $s0 many variables and design tradeoffs involved when considering a
system for a specific application, it is not considered practical or even
meaningful to attempt to define the exact operational regimes where specific
systems are optimum, However, there are general operational areas (e.g.,
temperature and cooling load) for which specific systems can be determined
to be most appropriate and for which general guidelines can be provided for

feasibility studies and preliminary design purposes.
1, SYSTEM DEFINITIONS AND OPERATING CHARACTERISTICS

The various refrigeration systems covered in this report have been
categorized into four fundamental types: closed-cycle mechanical refriger-
ators, open-cycle expendable systems, passive radiative coolers, and

thermoelectric coolers,

1-2




The simplest and potentially most reliable method of providing cryo-
genic cooling is to utilize the low temperature sink of space directly by using
a radiator. The concept is attractive since the system is passive, requires
little or no power and is capable of high reliability for extended periods.

The radiator must be shielded against direct sunlight and the parent space-
craft and, in the case of near-earth orbits, heat inputs from direct thermal
emission and reflected sunlight from the earth and its atmosphere. Primary
limitations of this approach are the rapid increase in radiator size with

decreasing temperature and the parasitic heat leak into the radiator.

Thermoelectric coolers are appropriate to provide cryogenic tempera-
tures for small wattage heat sources. Based on the Peltier cooling effect
arising from passing a current through a junction of different materials,
thermoelectric coolers provide a simple, lightweight, reliable method of
cooling, These systems are limited primarily by the low efficiencies (in the
order of one percent) and maximum operating temperature difference between

the hot and cold junctions,

For operation at lower temperatures and/or higher cooling capacities,
open-cycle expendable systems are appropriate, The simplest, least
expensive approach is to use a Joule-Thomson (J=T) cooler wherein a high
pressure gas (in the range of 1000 to 6000 psia) combined with a J-T expan-
sion valve (consisting of an orifice, small diameter tube heat exchanger,
shield, etc. ) results in cooling of the gas and ultimately provides a source of
liquid at the point to be cooled. The utilization of helium, hydrogen, argon
or nitrogen enables developed units Lo provide cooling [rom approximately
4.2 to 77 K at capacities in the raige of 0,50 to 10 W. The primary limita-
tion is the high weight penalty for storage of high-pressure gas (approxi-
mately 4 1b per pound of gas for N, and 15 for Hz). One advantage of this
approach over cryogenic storage is the ability to provide intermittent opera-
tion over a long period of time,
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Cryogenic fluids stored as liquids in equilibrium with their vapors
(subcritical storage) can provide a convenient constant tempé:rature control
system for ground-based or advanced aircraft and spacecraft applications,
A variety of fluids are available which provide temperatures ranging from
4,2 (helium) to 240 K (ammonia), The primary limitation of this approach is
the complex tank design required to minimize boiloff and the direct relation

of weight and volume requirements with elapsed time,

The same fluids can be stored at pressures above their critical pres-
sures (supercritical storage) as homogeneous fluids, thus eliminating phase
separation problems encountered during weightless conditions in space. A
weight penalty as compared with subcritical storage normally accrues as a
result of the higher operating pressures required., The added flexibility of a
single phase homogeneous fluid makes this approach competitive, in some
cases, with closed-cycle mechanical refrigerators for missions of 60 to 90
days.

The sublimation of a solidified cryogen can provide reliable refrigera- -

tion for small wattage heat sources for periods measured in months to a
year or longer. This approach utilizes a solidified cryogen in conjunction
with an insulated container, an evaporation path to space, and a conduction
path from the coolant to the device being cooled. Advantages over the use of
cryogenic liquids include a higher heat content per pound of coolant, and a
higher density storage resulting in less storage volume, and the lower
temperature solid phase can permit a gain in sensitivity in certain infrared
detectors. Temperatures ranging from 10 K (using hydrogen) to 90 K (using
methane) and 125 K (using coz) or higher are achievable., Limitations
involve restrictions on detector mounting, specialized filling procedures, and
temperature control requirements,

A limited number of fluids exist which can be stored at amblent temp-
erature (thus eliminating the bolloff problem of cryogenic fluids) and thermo-
dynamically manipulated to provide cooling at about 100 K. However, develop-
ment ls required to advance this concept to the hardware stage.

T
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To provide cooling in the range of approximately 4 to 100 K or higher
in capacities ranging from a fraction of a watt to 100 W for periods of months
to years, closed-cycle mechanical refrigerator systems may be required.
The most significant compbnents of mechanical refrigerator systems involve
a power supply, power conditioning equipment, the refrigerator itself, and
the heat rejection system which normally includes a remote radiator and a
heat transport loop. A number of different refrigerator cycles are in various
stages of development for space applications, but none currently have
demonstrated the capability to operate maintenance-free in excess of 2000 hr,
The high penalty for spaceborne power places a premium on refrigerator

efficiency. Reliability also is of primary importance,

Stirling and Vuilleumier (VM) cycle systems possess several of the
primary requirements for spaceborne refrigeration systems, The primary
area of application of these systems is at temperatures above about 10 K
and for capacities below 50 to 100 W, Both of these cycles can be classed as
intermittent flow systems and utilize thermal regenerators to store and
release energy during the completion of each cycle, As the specific heat of
all materials becomes very small near absolute zero, the effectiveness of
storing thermal energy, and thus the efficiency of both these cycles, becomes

very poor at temperatures below about 10 K,

Gas-bearing supported turbomachinery utilizing reversed Brayton and
Claude cycles is being developed for use with very low temperatures and/or
high capacity systems. Turbomachinery units appear to have the best poten-
tial for long life, However, the high power requirements (due primarily to
low efficlencies of turbocompressors and expanders) make these syctems
competitive only at temperatures below about 20 K or at higher capacities
where the component efficiencies improve,

Rotary-reciprocating machinery utilizing the Brayton or Claude cycle
(in which portions are rotated as well as reciprocated) also shows promise
for long life and potentially provides a minimum power system attemperatures
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below about 20 K. Both turbomachinery and rotary-reciprocating units

are being developed under Air Force contracts.
2, CRYOGENIC SYSTEMS SELECTION GUIDELINES

To aid in selecting the type of cryogenic refrigeration system for use
in a given application, two system selection maps have been prepared
(Figs, 1-1 and 1-2). Three primary variables (temperature, refrigeration
capacity, and mission duration) ars required in most cases to properly
identify the most desirable system. Figure 1-1 shows refrigeration capacity
in watts versus mission duration in days, while Fig, 1-2 shows refrigera-
tion capacity versus refrigeration temperature (K). It should be clearly noted
that these merely represent guidelines and in many cases, especially where
regimes are in close proximity or even overlap, additional criteria such as
booster payload capability, geometry limitations, type of orbit, the relia-
bility required, the development cost and time available, etc., will determine
which system is most appropriate. These charts are based on the technology
that either exists or is under development to the point at which a given system
can be applied in the next two to three years, Figure le} establishes the
fundamental concepts that can be considered and Fig. 1-2, along with various
charts in the report, defines the specific system, .

The upper bounds shown in Fig., 1-1 for open-cycle systems are based
on weight limitations associated with a 3000- to 4000-1b spacecraft and a
cryogenic storage limitation of 90 days, However, tankahe currently under
development indicate durations of six months to a year and longer may be
feasible, Open-cycle systems utilizing cryogenic flulds are applicable at
essentially any point within the capacity and temperature boundaries of
Flg. 1«2 and are limited primarily only by weight (as determined by mission
duration and refrigeration capacity), Specific fluids available are shown in
Table 3-3, For very short durations and capacities of 10 to 20 W or less,
high-pressure gas systems coupled with J-T expansion valves provide the
simplest, most economical means of refrigeration. However, the weight
penalties for high-pressure gas storage limit the practical duration. Solid
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cryogenic systems are most attractive for capacities of less than about

0.50 W for temperatures ranging from about 10 K (hydrogen) to about

125 K (CO,) but are feasible for substantially larger loads. Characteristics
of various solid coolants are summarized in Table 3-9, Durations of one

month up to a year or longer appear to be feasible,

For temperatures above about 100 K passive systems utilizing radiators

become attractive, especially where long mission durations are involved;
this may preclude the use of mechanical refrigerators, As the temperature
increases, the radiator becomes more effective due to the fourth power
radiation factor and is competitive at larger refrigeration capacities, Sys-
tems in various degrees of development have been designed for operation in
the range of 80 K (5 to 10 mW) to 170 K (10 W), Beyond about 150 K, and for
loads less than about 2 to 5 W, thermoelectric systems become competitive,
although the most attractive area of application is in the fractional wattage
load range. Nearly all thermoelectric systems designed in the past have
been based on a 300 K sink temperature with cold junction temperatures down
to about 200 K. Prototype systems developed for military application operate
at a minimum temperature of 170 K while experimental systems under
development have been operative as low as 145 K under no-load conditions,
If these devices are coupled to radiators operating at 200 K, for example,
and with materials currently under development, thermoelectric systems
operating in the 125 K region may be feasible, Characteristics of typieal
thermoelectric coolers are presented in Table 5.2,

Mechanical refrigerators are applicable over a wide range of conditions
{rom about 4 K to near 100 K at moderate capacities and possibly to highes
temperatures at relatively higher capacities. Many specilic applications may
exist at capacities from a fraction of a watt upto 100 W for mission durations
ranging from a fmonth to possibly three years and beyond as limited by re-
[rigerator capabilities.

Stirling cycle systems developed and operational in aircraft (and one
spacecralt) are the most efficient in terms of power requirements down to
about 10 K (as limited by regenerator efficiencies) at moderate capacities.

1-8
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Maintenance -free operational life of 1000 hr has been demonstrated. A
slightly modified commercial unit has been utilized in space. Vuilleumier
cycle systems recently developed have inherent capability for longer life
than Stirling cycle units and have the potential advantage of being puvwered
directly by a heat source. A VM unit was recently successfully operated in
space, while a number of units are in various stages of development for

aircraft and spacecralt uses,

Turbomachinery or rotary-reciprocating machinery utilizing Brayton
or Claude cycles are applicable from temperatures of around 4 K up to 40
or 50 K. The lower efficiencies associated with the turbomachinery systems
will generally restrict applications to the larger capacities. Both of these
systems may have potential for extremely long life. Components have been
developed and fabricated: however, no significant overall system perfor-
mance data or operating experience ave available,

Gifford-MeMahon/Solvay systems which utilize separable components
have been fully developed for alrcraft systems and currently possess the
longest maintenance-{ree operating life of about 3000 hr. Low elficientles,

however, result in significantly more power and weight than comparable VM

or Stirling systems and thus these s) sterng appear to have less promise for

' space applications.

- Characteristics of 75 refrigerators are summarized in Table 2-14,
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[I. CLOSED-CYCLE MECHANICAL REFRIGERATOR SYSTEMS

A. BACKGROUND

This section includes the description, operating characteristics, and
state of development of various types of mechanical refrigerators applicable
to spaceflight use. With few exceptions, these existing refrigerators are
not immediately suitable for spaceflight, and a number of research and
development programs have been pursued by various U, S, Government
agencies in order to reduce or eliminate the basic shortcomings of the
various refrigerators. Some of these programs have been general in nature
and have been intended to raise the overall level of technology while others
have aimed at developing a refrigerator for a particular mission. The basic
constraints or considerations which differentiate spaceborne refrigerators
from industrial or airborne systems are the extreme need for low weight and
power, and the requirement for extended reliability without opportunity for
maintenance and/or repair, The total weight of these systems includes not
only the refrigerator itself but the weight of power supply, centrol equip-
ment and the heat rejection system. Although the specific weights of these
ausiliary systems are not discussed here, added emphasis is placed on power

requirements in this report because the weight penalty for power can be

estram@ly significant for spaceborne systems.

B, 3ECTION FORMAT

The primary objectim of this section is to summarite current types of
refrigeramés that can be apjﬂie_d to space operations. In order to facilitate |
future revisions, the mechanical relrigerator section has been broken down
into {ive basic vategories: Vuilleumder, Stirling, Gilford-McMahon/Solvay,
Reversed Brayton/Claude (further separated into turbomachinery and rotary-

- recriprocating systems) and Joule-Thomson closed-cycle systemns, (Open-

cycie J-T systems are covered in Section 111-A, ) Each af these categories
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includes basic descriptions and operating characteristics, data relating to
current manufacturing and development efforts, pertormance data, specific
weight and power per watt of refrigeration, and potential development prob-
lems. In each category a brief listing of existing refrigerators (including
development, prototype and productivn units) is provided. At the end of the
section on closed mechanical refrigerators, a master list (see Table 2-14)

of all refrigerator units with additional system characteristics is also pro-
vided. The technique of assigniag a specific identification number to each
refrigerator unit, even thou;2 it may be only a development or prototype
system, was utilized to differentiate between similar systems and to facilitate

addition of new data.

C. VUILLEUMIER (VM) CYCLE REFRIGERATOR

1. BACKGROUND AND DESCRIPTION

The Vuiileumier (VM) thermodynamic cycle is a heat-driven cycle
patented by Rudolph Vuilleumier in 1918, This constant volume cycle operates
through the use of displacers which have the advantage of requiring minimum
seals as the pressures throughout the system are nearly equal at any moment.
The displacers simply move the gas from one section to another without the
requirements of compressing gas within & closed volume. This results in
minimal loading on bearings and seals with inherent long life potential for

such a system,

A schematic of a typical VM reciprocating refrigerator is shown in
Fig. 2-la, The refrigerator consists of {.vo sets of cylinders with displacers
arranged to cycle approximately 90 deg out of phase and a small electric
raotor to drive the displacers. A thermal regenerator in each displacer (or
external to it) allows the gas to move from one end of the cylinder to the
other while alternately storing and réleasing thermal energy. Heat is sup-
plied at the hot end of the power cylinder and rejected at the ambient (crank-
case) end, Heat from the cryogenic load is absorbed at the cold end of the
refrigerator cylinder and also rejected at the crankcase, A cross-section of

a typical single stage VM prototype refrigerator is shown in Fig, 2-2.
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The operation of the VM cycle can best be visualized by considering a
simplified schematic showing four specific positions of the two displacers as
shown in Figs. 2-1b through 2-le. In position b the fluid is primarily in the
ambient space. From b to c the hot displacer moves from the hot end to the :
ambient end, causing fluid to move from ambient to hot spacers at constant
volume, resulting in an increase in system pressure and hence compression
of the fluid remaining in the ambient space. From c to d the cold displacer
is moved to displace this remaining fluid to the cold end. From d to e the ;
pressure is reduced by displacing fluid from the hot space back to the ambient ,
space, thereby expanding the fluid in‘the cold space. Frome to b the cold
gas is returned to the ambient space by movement of the cold displacer to
begin a new cycle. In practice the intermittent movement of the displacers
is achieved by driving both of them from the same crankshaft as in Fig. 2-la
but displaced in phase such that during compression most of the fluid is in

the ambient space, and during expansion most of the fluid is in the cold space.

E ‘ Two of the primary advantages of the VM cycle are the absence of a
mechanicai compressor and the capability of utilizing direct thermal energy
as the primary source of energy input. As a result, a radioisotope heat
source, for example, can be used directly without the need for supplying or
generating any significant amount of electrical energy., The VM refrigerator
is very suitable for closed-cycle cryogenic refrigeration in small capacities

applicable to both airborne and spaceborne systems.

The VM refrigerator potentially is a very compact, high-performance

refrigerator that can produce refrigeration at cryogenic temperatures for

long periods of time without maintenance. It can be powered by direct solar

energy, electrical heating, exothermic chemical reactions, a gas burner,

or by nuclear energy. The refrigerator can be designed for ground, space
or airborne operation, Its size and weight, however, may render it imprac-

tical with respect to other cryogenic cooling systems when the required

refrigeration power is above about 100 W, Some advantages and disadvantages

of VM refrigerators are listed below:
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The thermal efficiency and the coefficient of performance of the
VM cryogenic refrigerator are relatively high because of the
thermodynamic cycle employed and low mechanical friction.
These are important features in any application.

The refrigerator can be designed so that it utilizes thermal
energy to produce both refrigeration and a net power output if
desired, which can be used for operating other equipment, Any
practical heat source is acceptable that can supply the desired
temperature and thermal energy at the power cylinder. Thus,
this design can provide a compact power-and-refrigeration
producing unit with no requirement for an external source of
electrical power.

The VM refrigerator has a low wear rate on seals because the
pressure difference across a dynamic seal in the machine is
small, This is particularly true of a slow running unit that is
designed so that no net power output is produced. This type of
unit is driven with a small electrical motor in order to overcome

the internal friction, and the low wear rate gives long maintenance-

free operation.

The refrigerator is an excellent spot cooler at relatively low
refrigeration power levels because it is possible to obtain good
performance even in very small size units, However, cooling
can also be supplied to remote points by using an external
cooling loop which connects the cold cylinder of the refrigerator
and the object to be cooled by means of a circulating coolant.

The practical VM refrigerator is capable of producing refriger-
ation down to about 10 K, At lower temperatures the size of

the thermal regenerators becomes very large, since the value of
the specific heat for all materials approaches zero when the
absolute temperature approaches absolute zero, This is a
disadvantage to all refrigerators using regenerators, The re-
generators must have a high effectiveness or the performance of
the refrigerator will be poor,

The performance of the VM cycle is strongly influenced by the
total dead volume in the refrigerator since it causes the thermo-
dynamic expansion-and-compression paths of the gas in the
refrigerating cylinder to come closer to each other. Thus, the
result is a thin pressure-volume diagram and a smaller cooling
power when the dead volume is increased. The effect of an
increase in the dead volume is very pronounced in smaller
refrigerators, and every effort must be made to keep dead
volume as low as possible,
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2, DEVELOPMENT STATUS OF VM REFRIGERATORS

Five manufacturers are currently involved in the development of VM
refrigerators: Philips Laboratories, Garrett-AiResearch, Kinergetics
(formerly the Submarine Systems Division of Sterling Electronics), the

Hughes Aircraft Company, and RCA,

Philips has recently built and successfully tested two small prototype
units under contract to the Army Night Vision Laboratory at Ft. Belvoir,
Virginia. The units have been built with the application of military infrared
systems in mind, utilizing their quiet operation to advantage. Philips has
delivered one of these units to the Army for testing. This 10.3-1b cooler
which provides 0,50 W of cooling at 77 K for approximately 90 W of electri-
cal power input was designed for 1000 hr of maintenance-free operation in a
terrestrial environment with a projected MTBF of 3000 hr. During initial
tests one failure occurred at 450 hr due to faulty regenerator pads while a
second failure occurred at 1150 hr due to faulty heater brazing. The Army
is ultimately interested in using a chemical heat source in place of the
electrically-powered hot cylinder. Philips is also under contract to the
Air Force Flight Dynamics Laboratory (AFFDL) to develop and build two
VM units for space application, These units are to provide simultaneous

cooling at three stages ranging from 11,5 to 75 K for up to 5000 hr,

Garrett-AiResearch presently is under contract to NASA, Goddard
Space Flight Center, Greenbelt, Maryland, to develop and test a VM refrig-
erator to deliver 5 W of cooling at approximately 75 K with a lifetime goal of
two to five years, This development is part of the Integrated Isotope-Cooling
Engine System (ICICLE) program, Initially, the purpose of this program
was to develop a radioisotope*-driven VM refrigerator for use in meteoro-
logical and communications satellites; however, all development and testing
will be conducted with electrically powered energy sources. AiResearch
has fabricated a number of laboratory models and delivered an engineering

*Pu-238
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model to NASA for testing in late 1971, The design requirement in terms of
power input is 350 W, whereas there is no weight requirement. Based on
Ref., 2, a model that was delivered to NASA will produce about 7 W at 75 K

(to provide a margin for expected degradation) with a 350-W input,

Kinergetics has been in the VM development area about two years.,
Work on VM units included programs under contract to AFFDL for develop-
ment of a space flight unit (0.50 W at 5 K), which was subsequently termi-
nated, and to the Army (Ft. Belvoir) in the area of night vision (0,40 W at
77 K), contracts F33615-70-C-1130 and DAAK 02-70-C-0436, respectively.
The Army unit has been delivered for testing.

Hughes Aircraft has built a number of experimental and prototype units
for ground, aircraft and spacecraft applications under contract to AFFDL
and to the Army., A few of these early experimental models are no longer
active; however, a number of others are in various stages of development
and/or testing, Three of these units were developed for aircraft applica-
tion. One unit, designed for an advanced forward-looking IR system (ID #22),
provides simultaneous cooling at 25 and 75 K and has recently completed
flight testing, Another unit designed for an aircraft IR scanner system
(ID #26) provides cooling at 77 K and has accumulated over 1100 hr of
laboratory testing at AFFDL, A third unit (ID #25), developed for a missile
guldance application which provides cooling at 85 K, has been delivered to
the AFFDL and has undergone brief testing,

A 15 K spaceborne refrigerator was developed under AFFDL contract
(completed) for a celestial measurement sensor. This unit was successfully
flown cn Air Force Flight SESP 71-2 and accumulated approximately 1000 hr
of operation including about 450 hr on-orbit before the unit was shut down due
to a supporting subsystem malfunction. Hughes is currently under contract
to AFFDL (in competition with Philips) to develop and build two units
which provide three stages of cooling from 11.5 to 75 K to operate for a
period of 5000 hr, Hughes is alsc involved in the Army Night Vision Labora-
tory program to develop a single-stage VM refrigerator to provide 1000 hr of

2-8
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maintenance-free operation in a terrestrial environment, One such unit
(ID #40), weighing 6.5 lb and providing approximately 0,60 W at 77 K with
105 W of input power, was delivered late in 1969 to the Night Vision Labora-

tory for testing.

The RCA Defense Electronics Laboratory (Camden, New Jersey) has
developed two VM coolers. The initial effort of RCA in this area was an
in-house development of a laboratory model VM (2.5 W at 77 K) intended for
the NASA ICICLE program. This unit has not proceeded past the experimen-
tal stage. A second VM cooler is currently under development for the Army
Night Vision Laboratory as a portable field unit, This is a thermally-driven
unit using a propane heater and has accumulated approximately 120 hr of
testing, The unit weighs less than 20 lb, provides 1.6 W at 77 K and is
scheduled for delivery to the Army sometime in the middle of 1972 for further

testing.
3, PERFORMANCE DATA

. Becauso of the development status of VM refrigerators, rclatively little
periormance data are available, Data on prototype units from the various
manufacturers are summarized in Table 2-1, In some cases in which suffi-
cient test data could not be obtained, design goals or projected performance
estimates were utilized., In most cases, sufficiont information was available:

to establish power input requirements; however, weight data were harder to ]
obtain. Specific weight and power data available are plotted in Fig, 2-3, ;
More than one data point for a given refrigerator design indicates a multi- S
stage system; power and weight ratios have been calculated for each stage.
It should also be noted that system weight represents only the refrigorator
system and does not include the equivalent power or heat rejection system
weights,

4, POTENTIAL DEVELOPMENT PROBLEM AREAS

The basic problem sreas associated with the development of VM refri~
gerators have been previously evaluated and summarized by M, Bello (Ref, 3).
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This information is summarized in Table 2-2. The principal degradation
mode of the VM refrigerator was identified in the above study as the failure
to maintain the required temperature which is traced to two causes: (1)
contamination of the refrigerant and (2) seal wear, Contaminants gradually
accumulate in the refrigerant and {reeze out in the regenerator thereby
reducing regenerator effectiveness. It is concluded from the above study,
however, that there are no life-limiting comporent problems which cannot
be solved by development.,

D. STIRLING CYCLE SYSTEMS

1. EACKGROUND AND DESCRIPTION

Stirling cycle refrigerators possess several of the primary require-
ments of a spaceborne refrigerator system such as low power consumption

and small size and weight, This cycle employs two isothermal and two

~ constant volume processes 2s shown in Fig., 2-4, The Stirling system con-

tains no valves, and compression and rejection of heat takes place in on-

‘eylinder with a heat exchanger while the heat absorption takes place in

another cylinder, A practical Stirling cycle refrigerator is schematically
shown in Pig. 245,

The operation of the refrigerator shown in Fig. 2-5 is deseribed below,

“In position 1, the working fluid occuples the ambient space, after«cooler and

regenerator. From 1 to 2 the fluld is compressed by inward motion of the
compression piston, From 2 to 3 the compressed fluid is transferred from”
the ambient end to the cold end at constant overall volume by equal incre-
mental displacement of both pistons. During this transfer heat of compros -
sion i8 rejected to the after-cooler, and the temperature in reduced to the |
cold end ternperature in the regenerator. With the fluid now oceupying the
cold space, cooling load hezt exchanger. and regencrator, the fluid is

- expanded by outward movement of the expander piston, 3 to 4., The {luid is

returued {rofn the ¢old end to the ambient end at constint voluitie oy equal

2-12
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incremental displacement of both pistons. During this transfer, the lost
energy of expansion is replaced in the cooling load heat exchanger, and the
temperature is raised to the ambient temperature in the regenerator.
2. PRODUCTION AND DEVELOPMENT OF STIRLING CYCLE
REFRIGERATORS
The following four companies are engaged in development and/or pro-
duction of Stirling cycle refi‘igerators: Philips Laboratories, Malaker

Corporation, Hughes Aircraft Company, and Kinergetics.

Philips, the pioneer in development of Stirling cycle refrigerators,
built their first machine in 1954 for the purpose-of-air liquefaction. Presenﬁy,
Philips produces & va-iety of machines for latoratory and industrial use as
well as miniature units for aircraft use. Two miniature flight units desig~-
nated "Cryogem" provide cooling in the range of 20 to 40 K (2. 0 W at 530 K)
and are used for cooling IR detectors in aircraft, Data on two additional

units are provided in Table 2-3,

Malaker Corporation has been engaged in the development of refrigera-
tion equipment since the 1950's.. The majority of their _researéh and develop-
ment has gone into the Stirling cycle and has been concentrated on small units.
Malaker has produced a number of units with very high thermal efficiencies
and is actively engaged in additional development and modification of their
units. Recent work has been devoted to the modification of one of their units
(ID #33) to make it adaptable to space operation. -The primary modification
consists of providing an all-welded case around the units to allow larger
temperature excursion during operation without freezing up the existing O-
ring seals and leaking the working gas; "Some additional modifications have
been made on the above unit in order to meet launch vibration réquiremerits.
The current guaranteed operating life (maintenance-free-) is 1000 hr, Two of
these units presently are operating successfully on a spacecraft. A large
variety of units has been available rangingk from 2,0 Wat 25 Kup to 110 W
at 77 K. However, at this time, all'operations of the Malaker Corporaticn

have been terminated.
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Hughes has developed several Stirling refrigerators primarily for use
in aircraft. These units are not commercially available but essentially
provide a support function for in-house activities. These units provide

cooling in the 25 to 77 K range.

Kinergetics currently has no active development program in Stirling

units. The unit listed in Table 2-3 (ID #47)} is no longer in production.
3. PERFORMANCE DATA

Performance data are summarized in Table 2-3 for a number of typical
production units and various prototype or developmental units. Additional
details for each unit are provided in Table 2-14. The refrigeration specific
weight and power versus temperature for each unit are plotted in Fig, 2-6.
As seen from Fig., 2-6, the data points are relatively well grouped together,

and the general trend illustrates (when compared with data for other systems)

that the Stirling cycle units possess one of the best weight and power charac-

teristics of refrigerators applicable to spaceborne operation. N ‘

.:_;3 e &

At first glance, a number of data points in Fig, 2-6 may appear
questionable and require further clarification. For example, unit #28 has
essentially the same specific power ratio as #37 at a much higher tempera-
ture. Unit #28 involves a remote detector location with associated heat
losses, and as a result the actual refrigeration being produced is higher than

the net cooling load used to compute the specific power ratio. Therefore,

the power ratio is higher.

In other cases, where a system provides multiple stages of cooling,
the specific weight and power is computed for each stage and entered in the
chart (this accounts for more than one data point for specific units such as
#29, #32, and #47). As a result, the specific weight and power ratio would
not necessarily correlate satisfactorily with other data for single stage

cooling systems,
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4, FUTURE DEVELOPMENT AND PROBLEM AREAS

Previous development and design requirements for Stirling cycle
refrigerators have been oriented primarily towards minimum weight, volume,
and power, whereas extended life has not been a high priority objective.

Most of the production units manufactured by Malaker and Philips have
maintenance-free operating lives of 500 to 1000 hr. As a result, existing
hardware does not possess the lifetime characteristics desirable for extended
spaceborne operations but, as previously indicated, can be modified for

limited spaceborne operations,

The potential problem areas associated with the Stirling refrigerator
have been evaluated by M. Bello (Ref, 3) and are summarized in Table 2-4,
Traditionally, Stirling relrigerators have been limited for three reasons:
(a) seal wear causing working fluid leakage, (b) limited life of dry lubricated
bearings, and (c) excessive vibration. Recent developments which would

eliminate the above problem areas are: (a) utilization of rolling seals thereby

allowing the use of liquid lubricants and reducing helium losses and (b) the
rhombic drive assembly which reduces vibration and bearing loads. The
rolling seals have been tested in miniaturized configurations for approxi-
mately 11,000 hr at 1800 rpm without evidence of wear, It is concluded in
the above evaluation that the development of a compact Stirling refrigerator
capable of operating continuously for 20,000 hr in a spacecraft environment

is feasible.

E. GIFFORD-McMAHON/SOLVAY CYCLE REFRIGERATORS

1. BACKGROUND

The practical Stirling and VM refrigerators achieve compression,
expansion, and heat transfer processes in a single mechanical unit. However,
refrigerators can be built which use regenerative exchangers in which the
compression, expansion, and heat exchange components are scparated. In

recent years, this split component system has gained a great deal of popularity.
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By separating the expander from the compressor, it is possible to construct

a system consisting of a simple, lightweight, compact cooli.g unit, which

can be more easily integrated with the load, and a compressor which can be
located separately. The compressor is then connected to the expander with
long flexible lines carrying the high and low pressure working fluid. Because
of this characteristic and the commercial attractiveness of this type of
system, there are many varieties on the market. The systems are. basically
the same in that nearly all use hermetically sealed compressors so that the
system variations are primarily confined to methods of operating the expander
unit and various design, material and manufacturiug techniques to produce

more reliable, long-life, low-cost systems.
2. OPERATION AND CYCLE DESCRIPTION

The basic refrigeration cycle used in this type of system was originally
conceived by Ernest Solvay in 1886 as a basic derivative of the Stirling cycle,
A number of modifications have been made by various researchers such as
K. W, Taconis, W.E, Gifford, and H.O, McMahon, Refrigerator units
manufactured are usually market~d using various names as Gifford-McMahon
and Solvay, with and without the adjective "modified, " They are basically
the same cycle but with different exr: nder modisications.

The basic Solvay expansion process is {llustrated in Fig, 2-7, In
position 1 the inlet valve i¢ open and the exhaust closed. The regenerator
and other void volumes aze filled to the higher pressurc. From 1 to 2 the
piston moves outward ard working fluld enters the cylinder after being cooled
in the regenerator, At point 2 the inlet valve is closed and the fluid pressure
fxlls until the piston rcaches its outermost position, At position 3 the exhaust
valve is opencd and the {luid in the system expands to 4. From 4 to 5 the
piston moves inward, expelling the cold working fluid from the system after
being warmed in the regenerator. At 5 the exhaust valve is closed and the
piston continues to move until it reaches the innermost position at 6, At
position 6 the inlet valve is opened and the fluid in the system is compressed
from 6 to 1,
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3. PERFORMANCE DATA

A brief summary of refrigeration performance and weight and power
data for the various units in this classificution is shown in Table 2-5. System
weight and power input requirements per watt of refrigeration as a function
of temperature are plotted in ¥ig, 2-8, The data points for both weight and
power fall within 2 relatively narrow band. Additional details of the indi-
vidual refrigerator units are given on Table 2-14 listed in order of the identi-
fication number, The weight and power requirements are substantially
higher than for comparative Stirling cycle units, and it is not likely that any
significant improvement in power reguirements will be made. The most
significant portion of the actual hardware weight is primarily due to the
compressors (which are normally modified airborne freon units). Develop-
ments for use in other cycles such as rotary compressors using gas bearings
and rotary-reciprocating machinery described in Section [I-F could provide
a gignificant reduction in compressor weights,

5

4. MANUFACTURERS

The primary manulacturers of lightweight compact units of this type
using variations of the Solvay ecycle include Cryogenic Technology, Inec.,
Cryomech Inc., and Air Products and Chemicals, A variety of units have
been manufactured for caoling applications such as: (1) general purpose
laboratory use, {2) IR detectors, lasers and miscellaneous eleetrooptical
devices {or both ground and airborne operation, {3) storage of biological
samples, and (4) material studics at low temperature, |

a.  Cryogenic Teqhnology, Ine. (€11

CTI, which evolved from A.D. Little, as been involved with much of
the carly development work in units of this type. CTI produces a number of
units under the “Cryodyne® trademark which provide cooling in the range of
spproximately 4 to 150 K in capacities ranging from 1 to 125 W, Most of
these units have been designed for industrial or laboratory use where weight
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o NUMBER CODE REPRESENTS REFRIGERATOR
IDENTIFICATION NUMBER

* MORE THAN ONE DATA POINT PER NUMBER
INDICATES MULTISTAGE COOLING

LEGEND: ODESIGN GOAL QEXPERIMENTAL @ PRODUCTION

OR PROTOTYPE
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and power are of low priority. As a result, the units utilize power com-

pressors which are relatively heavy and have high power consumption charac-
teristics. However, units have been designed for use in airborne IR detactor
systems (including models 0120 and 0277 listed as ID #66 and 67, respectively), |

Several variations of these units are also available by interchanging com- ‘
pressors. Both of the above units are compact, lightweight units which :
provide approximately 1000 hr of maintenance-{ree operation. The model
0120 produces cooling in the 19 to 30 K range (1.0 W at 26 K) while the model
0277 provides cooling in the 40 to 120 K range but was designed primarily

to produce 3,0 W at 77 K, Both the 0120 and 0277 models are designed to
meet military airborne requirements (MIL-E-5400), but only the 0120 model
has been qualified, |

b, Cryomech, Inc,

Cryomech is a small company which was organized in 1964 by Dr.

W, E. Gifford who did much of the early development of the system which
bears his name. Cryomech makes a standard line of a number of Gifford-
McMahon units primarily for industrial and laboratory use. The units listsd
in this report provide cooling in the range of 7.5 to 89 K in capacities ranging
from 1 to 20 W. Most of these units use oil-lubricated freon compressors.. -
Although the specific power and weight requirements become substantizl ai
these lower temperatures in the 10 K region (as indicated by Fig. 2.8 ;ﬁé’;f:';' S
_Table 2.5), the remote cooling head permits utilization; otherwise it *ight be
impractical. - -

SUIPITORR PP

€. Alr Products and Chemicals |

Air Products and Chemicals produces a number of units desigued pri-
ﬁ;;r'iiy for medical, laboratory and industrial or scientific uses in a broad
temperature range of 12 to 30U K with capacities from 1 to 20 W, Most of
these units which are commercially available wtilize oil-lubricsted compres-
sors. However, a recently released model (MS-1003, 1D #61) utilites a
dry-lubricated compressor. These units are very compact, weigh less than
15 1b, and have guaranteed operating lives in the order 6f 10,000 hr when
inaintenance is provided at 1200-hr intervals, i
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5. DEVELOPMENT POTENTIAL

Because of the commercial attractiveness of the Gifford-McMahon/
Solvay cycle units, substantial development effort and production knowledge
have been achieved. As mentioned previously, the primary advantage is
that the ccoling head can be separated from the compressor.

The primary limitation is that the lower cfficiency, as compared with
VM or Stirling systems, generally requires significantly higher power input
than the latter two cycles for the same coaling load. Nevertheless, these
units currently provide the bulk of commercial low temperature cooling and
provide the longest unattonded lifetime, Although there is not likely to be
significant improvemunts in power requirements, substantial weight reduc-
tions in the systems muy be expected with the use of compressor units
which are optimized for minimum weight,

F. BRAYTON AND CLAUDE CYCLE SYSTEMS

l; TURBOMACHINERY REFRIGERATION SYSTEMS if: 3

a. Background

ln recent years efforts have been directed toward developing gas -
bearing supported turbomachinery suitable for use in small cryogenic r@triu
gerators. Two relfrigeration cycles suitable for this application are the
reversad Brayton cyele and the Clauda cycle. '

Turbovefrigerators employing gas -bearing turbomachinery have the
potenstial for high reliability and long, maintensnce-{ree lilfe. Lubrication of
the bearings with the eyele working {luid excludes lubricants as a source ol
contamination and fouling in the low temperatuse regions of the cyele, -‘I*ho
absence of continuously rubbing parts eliminates the wearing mode of (allure
that is typical of non-lubricated or dry-lubricated machinery. Hence, with
gas -bearing turbomachinery there is the expectation for long life, probably
limited by the nuinber of start-stop cycles rather than hours ol operation.
The performance of miniature turbomachinery refrigerators is a strong
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function of their capacity. This is primarily because the working fluid flow
rates in small refrigerators are substantially lower than the normal range
appropriate to turbomachinery. As capacity and cy:le flow are increased,
the turbomachinery design requirements move in a more favorable direc-
tion and the relative size, weight, and performance of the refrigerator are

substantially improved,

b. Description and Operation of Brayton and Claude Cycles

In the reversed Brayton cycle, the compressor operating at ambient
tcmperature compresses the cycle gas, and heat is rejected to ambient
temperature. The high-pressure gas is then passed through a series of
counterflow cryogenic heat exchangers and is oxpanded across one or more
turbines where the energy is extracted. The gas is then directed through the
refrigeration load, The Claude cycle is similar except that an additional
heat exchanger and J.T valve are added at the cold end to achieve a further

reduction in the temperature.

The thermodynaniic processes associated with each of the two cycles V
are shown in F‘igs. 2-9 and 2-10 for single stage systems, In the Brayton
cyele gas is compressed with some increase in entropy from 1 to 2. The
heat of comprerasion i3 rejected to the ambient tefﬂperatur@ heat sink in an
" after-cooler from 2 to 3, The high~pressure fluid is cooled from 3 to 4 in
the main heat exchanger, The pressure at 4 is slightly less than at 2 due to
the flow losses in the two heat exchangers, The fluid is expanded from d to §
with sorwe entropy increase, and is then warmed to 6 by passage through the
load heat exchanger. The {luid is warmed froms 6 to | in the main heat
esichanges as it returns to the inlet zide of the compressor. -

As the operating temperature of the Brayton refrigerator is lowered,
point 3 (Fig. 2-9) will enter the two-phase region of the working fluid, and
the fluid will leave the expander as a two-phase mixture, For refrigeration
at tesmperatures within the two-phase rogion of the working fluid, it has
beconte accepled practice to perform the expansion process through a throttle
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Fig. 2+-9. Reversed Brayton Refrigeration Cycle
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(W
vaive, as in the J-T cycle, rather than in an expansion engine. It is seen
from Fig, 2-10 that the Claude cycle is effectively a J-T cycle in which the
effective sink temperature ic lowered by a Brayton cycle refrigerator.
Typical turbomachinery systems utilizing the Brayton and Claude cycles are

shown in Fig. 2-11,

c. Turbomachinery Development Program

Companies that have engaged in the development of turbomachinery
refrigeration systems utilizing the Brayton or Claude cycle are the General
Electric Company (Schenectady, New York), Garrett-AiResearch Company,
A.D. Little (Cambridge, Mass.), Linde Division of Union Carbide (Cryogenic
Products Division, Tanawanda, New York), and the Hymatic Engineering ‘

Company of England,

o A& et b S mme oo o 0 e

{1) General Electric ‘

The General Electric Company has contracts with both the U.S. Army
Mobile Equipment Research Development Center (MERDC) and the Air Force T}
Flight Dynamics Laboratory. The Army program, as summarized in
Table 2-6, calls for development and delivery of a 2 W, 4.4 K turbomachinery
refrigerator. This system utilizes helium in a Claude cycle with an esti-
mated power input of approximately 9 kW, an estimated weight of about 100 1b,
and a projected continuous operating time of 10,000 hr, This type of system
is intended for use with mobile ground-based cryogenic temperature elec-
trical generating equipment, General Electric has completed the design and
fabrication and has carried out extensive tests on a turboexpander (alternator
loaded), heat exchangers, and turbocompressors. They are using a dynamic A
gasi-bearing teéhnique and have made considerable progress in heat exchariger‘

design,

The Air Force program involves development of two refrigeratoré.
One refrigerator has three simultancous cooling loads of 3.5 W at 5 K, 40 W
at 50 K, and 200 W at 150 K. Refrigerator input power and weight are 16 kW
and 250 1b, respectively. The other refrigerator has two simultaneous |
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loads of 1.5 W at 12 K and 40 W at 60 K, This refrigerator requires 4 kW
power and an estimated weight of 250 1b, General Electric is obligated to
perform 5000-hr endurance tests on both refrigerators prior to delivery to

AFFDL, The program requirements are summarized in Table 2-7.
(2) Garrett-AiResearch

AiResearch has had a number of contracts with both the Air Force and
Army for development of miniature turbomachinery systems., The only
contract which resulted in development of a prototype unit was terminated in
1967. The objective of this program was to develop a refrigerator with a
cooling capacity of 2 W at approximately 77 K which would be suitable for use
with spaceborne IR sensor devices, The identification number for this unit
is 58,

3) A.D. Little

A study to develop a refrigerator to produce 1 W at 3,6 K for space
applications was conducted by A, D, Little for AFFDL in 1968, The major
components of the system were built and tested; however, a complete working
model was not constructed, Available data on this unit (ID #60) is taken
from Ref., 16,

(4) Hymatic

As reported in Ref, 16, Hymatic Engineering Company has developed a
prototype Brayton cycle unit which produces 0,30 W at 28 K, Other available
information is listed in Tables 2-8 and 2-14 under ID #59,

(5) Alr Products

Air Products is apparently not active in the development of turbo-
machinery refrigeration systems, Data were obtained from Ref. 9 for a

system developed for laboratory operations (ID #1).
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d. Performance Data

The data available on these units are summarized in Table 2-8 with
specific weight and power characteristics shown in Fig. 2-12, Additional
data on available characteristics are provided in the completoe listing of
mechanical refrigeration in Table 2-14 at the end of this section. Included
in Fig, 2-12 is a shaded band representing results of analytical studies
conducted by General Electric. Design characteristics resulting {rom one
such study are illustrated in Table 2-9. Based on several similar studies
by General Electric, power and weight estimates for turbomachinery refri-
gerators designed to operate at 4.4 K and 20 K are shown in Fig, 2-13,

¢, Development Potential

On the basis of recent evaluations made by M. Bello (Refs, 3 and 24),
the turbomachinery refrigerator has a favorable potential for achieving long
life spaceborne systems, and there are currently no identifiable life limiting
vomponents. Potential problem arcas identified in Rel. 3 are shown in
Table 2-10,

In sunumary, the turbomachinery developments in miniature refrigera-
tors seem to indicate that (1) it is possible to construct small turboexpandess
and compressors suitable for relrigeration application, {2) the reliability
and continuous running time for these units can be very goed.-with maintenance
intervals of 10,000 hr or better expected, (3} the heat exchanger and com-
pressor presently sot the limit on size reduction of turboreirigerators, and
{41 it is not likely that a miniature turbomachinery vefrigerator will be
conunerciatly available for at least several yeérs.

N ROTARY-RECIPROCATING (RRY REFRIGERATOR SYSTEMS
UTILIZING THE BRAYTON CYCLE

a. Backpround and Description

Miniature refrigerators utilizing reciprocating machinery in the Brayton
vyvle have recently boen developed for space applications (Ref, 27), To

avhieve the requisite reliability, a novel approach has been used in the
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mechanical design of the compressors and expanders. In these machines the
pistons are rotated as well as reciprocated. This permits the use of ports
to control gas flows and clearance seals to limit leakage. Electromagnetic
actuators drive the pistons. The machinery has relatively few moving parts, :
all of which are completely supported on eelf-acting gas bearings. There
are no rubbing or sliding surfaces as in conventional recriprocating equip- ;
ment, The refrigeration machinery required to execute the cycle is con-

tained in two separate units--a compressor assembly and an expander

package. The system also requires radiators in spaceborne applications to

reject the heat of compression plus the heat gencrated in the housing by

electrical losses. Power conditioning equipment is required to convert the

basic source of electrical powér to voltages of the proper frequency, ampli-

tude, and phase {or operating the refrigerator. The concept is best illustrated

by a cross-section of the compressor as shown in Fig, 2-14, A

b, Development Status

‘ Arthur D, Little, Inc. (ADL) is the sole developer and manufacturer of
' the RR refrigerator, During the period of 1962-1970, ADL has been funded
approximately $1.3 million to study and develop various aspects of the RR
refrigerator, To date, the components of one unit have been built and tested
at 77 K, Another unit was designed for 3.6 K anc some of the components
have been {abricated.

To date, ADL developments have boen directed primarily toward
- _ demomtrating feasibility of the concept, ADL is presently engaged in o
l N systems study program on rotary free piston refrigerators. This program
'  is funded by the Air Force Flight Dynamics Laboratory. The object of the
!‘ woLk is to generate a computer program which can be used in system studies
of the type The Aervspace Corporation has conducted for the ref‘riger‘a‘t@sé»

e, AN S reg S A 1K, 0 s

on the Midcourse Surveillance System program. GCiven inputs such as

2 S refrigeration load and temperature loevel, the computer progriarn will desipgn
S - a rotary-frée piston refrigerator to satizly the requirements. It will tabulate
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the weight, size and performance characteristics of all system elements as
well as the system as a whole. This system study is being undertaken on
advanced development funding, It is the first step in a program which would
logically lead to the design of a complete refrigeration system, and the

subjecting of this system to performance tests, qualification level mechani-

cal tests, and a 5,000-hr life test.

c. Performance Data

Since no hardware performance information is available at this time,
analyses by ADL of system performance for specific applications are the
primary source of data. System weight, power and volume characteristics
for four RR refrigerators designed for various cooling requirements are
summarized in Table 2-11. Each of the four systems as indicated provides
cooling at two different levels, The specific weight of the refrigerator
assembly per watt of refrigeration shown in Table 2-11 for the four systems
includes only the weight of the compressor and expander assembly, and
power conditioning equipment, but does not include the radiator and coolant
pump weights, This was done in order to maintain the specific weight ratios
consistent with data presented on other refrigeration systems in this report.

Generalized curves generated by ADL for predicting specific power
requirements as a function of the cooling load and temperature are presented
in Ref, 27, A summary of these curves, together with the four systems

defined in Table 2-11, is presented in Fig, 2-15.

- d, Development Potential

On the basis of development to date and the evaluation conducted in
Refs, 3 and 24, the RR refrigerator holds promise of extended life since
most of the problems associated with wear, sealing, and contamination have
been essentially eliminated., However, the complexity of the RR refrigerator
represents an inherent development risk since it is a relatively novel
approach and only one unit has been built, A summary of potential problem

areas and the state of development is shown in Table 2-12,
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¢ NUMBER CODE REPRESENTS REFRIGERA
IDENTIFICATION NUMBER RIGERATOR

LEGEND: ODESIGN GOAL Q@EXPERIMENTAL @ PRODUCTION
OR PROTOTYPE

T 1T T TTTTT T TTTT
W T T T T T
- GENERALIZED DATA FOR
70— 65, 70 SINGLE STAGE SYSTEMS 3
= 63 BASED ON ADL STUDIES .
= 50— ° (Ref. 27) —
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2
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E 10— .
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3 IR e T |l
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Fig. 2-15, Rotary-Reciprocating Refrigerator Power and
Weight Characteristics
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G. JOULE-THOMSON (J-T) CLOSED-CYCLE REFRIGERATOR

1. BACKGROUND

Until recent years, the majority of tactical aircraft requiring cryogenic
cooling utilized expendable systems consisting of either high-pressure gas
bottles combined with J-T expansion or cryogenic liquids. In addition to the
severe logistic and servicing problems imposed by such cooling systems,
expendable coolants proved undesirable since each aircraft required service
prior to each flight even if the need for the cooling system never materialized.
This factor plus the high cost involved prompted the development of J-T
closed-cycle mechanical refrigerators specifically designed for such aircraft
requirements. Systems of this type have been utilized for infrared search
and track systems in F-101, F-102, and F-106 aircraft as well as for infrared
mapping in the OV-1C Mohawk aircraft. In addition, this concept is being

considered for a number of advanced aircraft development programs.,
2, DESCRIPTION AND OPERATION

A practical J-T refrigerator cycle is shown in Fig. 2-16. This cycle
is essentially identical to the reversed Brayton cycle shown previously except
for one fundamental difference., The expansion process, 4 to 5, is accom-
plished by expansion through a throttling valve rather than through a turbine.
In the J-T system, the state point 5 lies in the two-phase region, and the
heat of vaporization of the coolant is used to absorb heat from the_cooling
load in the process 5 to 6. In a typical application, the working fluid, gaseous
nitrogen, is compressed to approximately 2500 psia in a multistage oil~
lubricated recriprocating compressor, The heat of compression is removed
by ram air or by a fan mounted on the compressor assembly. After com-
pression, the gaseous nitrogen passes through an adsorber/filter component
which removes oil vapor and other trace contaminants which might solidify
at cryogenic temperatures. The purified, high-pressure nitrogen then enters
the miniature regenerative heat exchanger, or cryostat, where it is cooled

by the returning low-pressure nitrogen gas. At the end of the heat exchanger
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the high-pressure gas is expanded, producing a temperature drop sufficient
to liquefy a portion of the nitrogen, The latent heat of the liquid nitrogen is
used to provide the spot cooling; the low-pressure gas, after being used for
precooling the incoming gas, returns to the first stage of the compressor.

A small gas reservoir (accumulator) is connected to the low-pressure return
line to adjust the gas volume to compensate for the increased density of that

portion of the working fluid that is liquefied in the course of normal opera-
tion,

Spot cooling is normally accomplished by conduction through a copper
tip mounted on the end of the cryostat sheath. Since the cryostat is com-
pletely sealed in a sheath, the nitrogen refrigerant is at all times contained
entirely within the refrigeration system, Thus the detector dewar is not

subjected to system pressures, and no interface leakage problems exist,

3. MANUFACTURERS

The J-T refrigerators have been manufactured by the following com-
panies: (a) Air Products and Chemicals, Inc., (b) Garrett Corporation
(AiResearch Manufacturing Company), (c) Santa Barbara Research, (d)
Hymatic Engineering Company, and (e) Hughes Aircraft Company. The
majority of J-T refrigeration units produced have been open-cycle systems
in which the working (luid is supplied by a high-pressure gas source. These
systems which are used for short-term (hours or minutes) cooling in aircraft
and some spacc applications are covered in Section III, Open-Cycle Systems.,
Based on recent information reported in Ref, 16, only three companies are
presently engaged in production or development of closed-cycle J-T units:
Garrett-AiRescarch, Air Products, and Santa Barbara Research.

AiRcscarch supplies a number of closed-cycle units primarily for
aircraft use (ID #15 through #20), Air Products has made two closed-cycle
units (ID #55), but fcols that the Solvay cycle refrigerators it has developed
have much more potential for long life application, Santa Barbara Research
Center produced one closed-cycle J-T unit (ID #57) for aircraft use, but is

no longer active in this area,
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4, PERFORMANCE DATA

Performance data are summarized in Table 2-13 and Fig. 2-17.
Additional characteristics of the units are provided in Table 2-14. Specific
weight versus capacity is shown in Fig, 2-18, The major advantage of J-T
closed-cycle coolers is that the compressor module can be located remotely
from the point of cooling and that the entire cooling system can be packaged
into various configurations. Other advantages are that no adjustment is
required regardless of ambient temperatures and rapid cool-down can be
achieved (i.e., approximately 3 to 5 min). Service intervals between 200

and 500 hr are typical with mean time between failures of 1000 to 2000 hr,

The primary disadvantage of the J-T closed-cycle system from the
standpoint of space applications is the high power requirement. For this
reason it has not been extensively developed for spacecraft applications.
Another disadvantage is that this system produces cooling isothermally only
at the liquid temperature of the refrigerant being used which limits the
flexibility of application,

H. COMPILATION OF DATA ON CLOSED-CYCLE MECHANICAL
REFRIGERATORS

All the data gathered on closed-cycle mechanical refrigerators is
summarized in Table 2-14 and listed in order of the refrigerator identifica-
tion number, Additional details of the refrigerators which were not provided
in the original identification tables are prescnted in Table 2-14 where
available, In addition, in an attempt to provide a better comparative evalua-
tion of the various cycles, the specific power and weight data shown for each
of the cycles have been coimbined and shown as Fig., 2.19, It should be
noted that these curves represent only gross trends in that they are estimated
midpoints of the spread of data points from the individual units (i.e., Figs.
2-3, 2-8, and 2-12), More exact correlations arc very difficult because of
the following variations and inconsistencies in the data: -
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e NUMBER CODE REPRESENTS REFRIGERATOR
IDENTIFICATION NUMBER

LEGEND: O DESIGN GOAL QEXPERIMENTAL @ PRODUCTION
OR PROTOTYPE
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SPECIFIC WEIGHT (1b/W OF REFRIGERATION)

Fig. 2-17. JT Closed-Cycle Reirigerator Power and

Weight Characteristics
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Fig. 2-18. J-T Closed-Cycle Relrigerator Specilic

Weight Versus Capacity
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Fig, 2-19, Comparative Specific Power and Weight for

Various Refrigerator Cycles
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Tee The data points represent refrigerator sizes ranging from a
fraction of a watt to over 100 W, and obviously result in widely
different specific power and weight ratios.

b. In some cases the data is based on actual production hardware,
whereas in other cases the data is based on design goals or
estimated weight and power based on experimental or prototype
hardware. ' '

c.  The requirements and end use of each of the refrigerators cover
the entire spectrum fromlaboratory experiments and heavy
industrial use to airborne and spaceborne designed units. The
obvious discrepancies in priorities of system performance,
weight, power and cost provide a wide dispersion of specific
power and weight,

As a result, these curves provide only a rough indication of the relative
comparison of the various cycles. For the purpose of estimating the weight
and power for specific applications, the individual refrigerator characteristics
should be reviewed to find a unit of similar performance requirements and
end useage. It should also be noted that in Fig, 2-19 specific power and
specific weight curves are not shown for all the cycles described. In these
cases, there was inadequate data or not sufficiently good correlations to
warrant inclusion of those curves. In these cases, as previously indicated,
the data provided for individual refrigerator characteristics should be

reviewed to find similarity for estimating purposes.
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III, OPEN-CYCLE EXPENDABLE SYSTEMS

Open-cycle or expendable refrigeration systems of interest for space
application include the use of high-pressure gas combined with a J-T expan-
sion valve, cryogenic liquids either in the subcritical or supercritical state,
cryogenic solids and, for some special applications, liquids which can be
stored at room temperature, The basic attractiveness of these systems is
simplicity, reliability, relative economy, and negligible power requirements.
In most cases, the technology is well within the present state of the art, thus
requiring a minimum of development effort, The basic disadvantages of the
cryogenic storage systems are the limited life due to heat leakage and the
rapid increase in weight and volume for extended missions, Although high-
pressure gas storage systems with J-T valves overcome the long storage
limitation, the penalties associated with the storage of high-pressure gas
generally make system weights prohibitive very quickl&r as mission duration

increases,

Cooling with liquid cryogens has been used for a humber of years in
military aircralt applications., The logistics and costs!iassociated with liquid
cryogens, however, can become a serious drawback., Recently, many of the
military systems have changed over to high-pressure gés J-T systems, Ina
few applications, closed-cycle J-T systems have also Be_en used,

Included in this section are the descriptions and 6perating characteris-
tlcs of the various open-cycle systems, weight and volume requirements,
and, whore applicable, commercial or military system characteristics

and/or specifications,

A. HIGH-PRESSURE GAS SYSTEM

In open-cycle high-pressure gas systems, high-pressure gas (normally
in the range of 1000 to 6000 psia) combined with a J-T cooler (expansion
valve) produces the necessary cooling. The J-T effect is the ratio of temper-
ature change to pressure change of an actual gas in the process of throttlingor

3.1
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expansion (during a constant enthalpy process) without doing work or trans-
ferring heat. Under normal pressure and temperature conditions for a
perfect gas there is no cooling effect or temperature change for a throttling
process. However, in actual gases under conditions of high pressure and/or
low temperatures, the molecular forces become significant and cause a
change in internal energy when the gas expands, The change in internal

energy during the expansion process results in cooling of the gas,

It should be noted that for certain gases this effect occurs only below
a specific "inversion" temperature. Helium (40 K), hydrogen (204 K) and
neon (250 K), for example, require precooling to the indicated temperature
before the J-T expansion effect occurs, Most other gases such as nitrogen
have inversion points well above room temperature, and no special pre-
cooling is required. '

i, J-T COOLERS

The J-T cryogenic cooler is based on the Joule-Thomson effect of
cooling caused by the adiabatic expansion of a gas, The expanded gas, thus
cooled, is passed back over the incoming gas to cool it; this results in
regenerative cooling, The process continues until liquid begins to form at
the orifice to produce a bath of liquid at the boiling temperaturs of the gas,
The J-T cooler consists of a finned tube in the form of a coil, an orifice and
orifice cap, and an outer shield or coil, The [inned tube is made of very
small inside-diameter tubing to provide the large ratio of surface area to
volume necessary for effective heat exchange, Dust particles and all traces
of high-freczing-point gases must be excluded from the gas entering the
cooler; otherwise, the finned tube will clog or freeze up after a short period
of operation. The orifice s usually surrounded by an orifice cap that returns
the expanded gascs back along the finned tube. This cap must be maintained
in close thermal contact with the dewar or detector to ensure elficient heat
transfer. The outer shicld is formed in a number of ways. A separate return
tube can be coiled around the finned tube, or the finned tube can be placed in a
tight-fitting container so that expanded gas must flow through the channels
lormed by the space between adjacent turns of tl_w finned tubing, { )
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2. SYSTEM OPERATING CHARACTERISTICS

Commercially available open-cycle systems normally use N2 or Hz as

the gas source and provide cooling in the range of 0.50 to 10 W at 20 to 100 K
with flow rates in the order of 0.10 to 4 1b/hr, Commercially available
high-purity gas with a low water content is required for operation in the
cooler, To ensure that all undesirable particles are removed and that the ;
water content is sufficiently low, a dryer and a filter can be inserted in the
high-pressure line ahead of the finned tube, A chemical dryer containing an
absorbent material removes the excess moisture; it is followed by a porous
or a sintered metal filter to remove any floating particles, To obtain greater
gas purity a cold trap consisting of a coiled tube immersed in a bath of dry
ice and acetone, or liquid nitrogen, is inserted alfter the dryer and filter,
During operation water vapor and gases, having a freezing point above that
of the coolant bath, will condense on the walls of the tubing at a rate dependent
on the initial purity of the gas being dried. Most systems are designed to

!‘ operate over a period of a few hours or so since ‘e weight and volume penal-
ties for high-pressure gas storage become significant very quickly with |
mission duration, '

3. MANUFACTURERS AND SYSTEM CHARACTERISTICS

Numerous manufacturers are involved in a number of open-cycle J -T
cooling units for specific applications. Air Products probably provides the
largest number of general purpose commercially available units, as well as
a number of military units such as that for the Sidewinder missile, One unit
(Model AC-2) which uses Nz and l-lz was used on the Mariner program to

provide 30 min of cooling at approximately 23 K,

Table 3-1 provides a representative cross-section of the various capa- -
cities and temperature ranges available, The weights and volumes of the
units themselves are given and are obviously small, with the stored gas weight
and volume being the primary penalty factor. The gas consumption rate is
given in Table 3-1 in terms of Ib/hr for the spocific gas required, For a
~ glven application, the total stored gas or liquid required can be estimated

3.3
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based on these numbers, The lankage penaltics for the specific gas can be
determined from data that is provided in Subsection III-4 below,

4. HIGH-PRESSURE GAS STORAGE

a, General Considerations

General considerations for the design and optimization of high-pressure
storage vesscls are fairly well-known., Basically, thesec relate to the ;
_ desirability of minimizing container volume penalties by the use of e_levatéd I
storage pressures without incurring excessive pressure shell weight, - : o
Theoretically, it can casily be shown that if the stored fluid acts as an
ideal gas, the weight of the container designed to hold a given charge is
substantially independent of pressure, while container volume is inversely
' _proportional to pressure. However, in reality, gas compressibility effects

‘are of extreme impbrtahce in pressure vessel design, - At pressures ovér“"
‘several thousands of pounds per square inch gases b@eome less and less -
4 compressible so that volume savings at high pressures: are dimimsh@d._ It _
: ‘L s therefore of extreme importanee to im*estigate in detail the effect ot inlnal -
pressure on both eentainer weight and volume in opﬂmizatioﬂ @t stc rage
vessel design. ' -

AN 1 ol i g o A

, Pressure level optimization studies for &ygen_s'toéage vessels have
~ been cenducted By Kaat’ing (Ref{'?.ﬁ) and others, and have ‘imiiéate'd an c‘mti- g
mum awrage pressure of approximatuly 7500 psia. This prossure level was
used in the design of the Projeet Mercury emirmm@ﬁml control system géiﬁ
' 'supply vassels which were developed succeaslully and r@pres@nwd an '
adwmee in the stata of the art of oxygen equipiment.

In evaluating actual hardwam weight, it must be musudered that th@ )
ﬁra’ssme shell. weight represents only &5 to 80 percent of the actual vessel
weight due to various manufacturing considerations such as cut-outs, rein -
lorcoments, and welds. Thus, when vessel weights are scaled, the theore.
‘tical relations dewioped for optimization procedures are not necesssrily
valid, As a result, empiﬂcal data are also provided to aid in esumatmg _
storage penaltles. : _ ‘ o >

3.5




b. Design Factors

Compressibi!itj; faétars hava a significant influence on fluid density,
especially at ths hxgher zpsrating pressures where the actual gas density is
usuallv ?ﬁih‘v' w4 390 the theoretics! idexl gas density, Compressibility

fantare fap mhnm, hAydyogen and nitrogen are shown in Figs. 3-1 through
: '3 3. A compressibility factor greater than one indicates a lower densxty
than that of an idual gas at the same conditions. '

Factors of safety (i.e., design burst pressure divided by maximum
" eperating pressure) of about 2. 0 have been used traditionally‘ in aireraft
- and spacecralt designs. To minimize weight and because of the extreme
‘eare taken in design and testing, Apollo pressure vessels were designcu for
a factor of safety of enly 1.5. Materials used in the Apollo program inciudad
“titanium, Ti-6 Al-4V, for nitrogen, aerozine-50, helium and nitrogen
© tetroxide sterage; Inconel-718 for the eryogenic liquid oxygen tapks: and
- Tisd Al = 2,5 Sn for the eryogenie liguid hydrogen tanks. 'iaw#pressure
" bottles (below 5@ psi %) i@r storing fluids such as water were made h'om
'60@1.‘1‘6 al\mﬁtmm. ' '

€ '7 : %"@ightr Penaities

Uk Optimization @f-Hig!i.»?fésmre Gas Bottles

A number of st‘ddiisﬁ iuwe been made ‘r@gaﬂlmg owimiaatian of high=
Ppressure gas storage vessels, S@leet@& data fr@m one such study (Ref. 291
are presented in Figs, 3=4, 3.3, and 3.6, These curves ‘show the total
vessel woight per pound of useful load and the total vessel volume per padm!
of usetul toad as a function of the normal (ill pressure of spherical bottles
for ,;\‘,‘9 @z and helium, The vessel material and safety factors are shown
in the respective illustrations. [t will be noted that the optimum pressure
{rom the standpoint of waight is vonsiderably legs than that {or voluma, 7
Also, since the weight curve {g relatively flat, a gwau,uré somewhat higher
than that at the minimum weight point may be moee aﬁpropﬂate whe re

.
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VESSEL VOLUME, VT, t3/1b of USEFUL LOAD
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] | |
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NOMINAL FILL PRESSURE (thousands of psia)

Fig, 3.6, Weight and Volume of Spherical Helium
Storage Vessels (Ref. 29)
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volume is also critical. Other nonoptimum factors and safety considerations 3
will also influence the selected pressure in a practical application such as in §
Project Mercury where a 7500 psia oxygen bottle design pressure was utilized.

]

The total vessel weight is defined as dry vessel weight plus the total
fluid fill weight which is based on the real density at 530 R. The fluid use- 3
ful load assumes an end pressure of 30 psia. The total vessel weights do not

include lines, mounting attachments, valves, etc.

(2). Empirical Data

Considerable data (Ref, 30) have been accumulated by the Mass Proper-
ties Section of The Aerospace Corporation on production cylindrical and
spherical high-pressure gas bottles designed for aircraft and spacecraft
systems, Curves fitted to these data, on the basis of a least squares cor-
relation, have provided equations to predict tank weights for various design
criteria., These equations allow tank weights for cylinders and spheres
based on a factor of safety of 1.5 (i.e., design burst pressure divided by ?}
operating pressure) to be plotted in Figs, 3-7 and 3-8, It should be noted -~
that these weights include only the basic tank structure and do not include

associated hardware such as pressure relief and regulating valves, shutoff
valves and lines, etc, It should also be noted that the equations used to
product these curves apply in the range where the de.ign pressures directly
affect the tank shell thickness, and are not valid at preésdfes below about
2000 psia where other factors (such as minimum design gauge) may be
limiting, Some specific production spherical pressure vessel data are pre-
sented in Table 3-2, This represnnts selected data for titanium pressure

vessels with design factors of safety between 2,0 and 2.25,

B. CRYOGENIC LIQUID STORAGE

Cryogenic fluids may be stored as liquids in equilibrium with their
vapors (subcritical) or, at higher pressures and temperatures, as super-
critical, homogeneous flulds, In ground or advanced aircraft operations,
the fluid is usually stored in the liquid two-phase form because of weight

3.12
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® FACTOR OF SAFETY = 1.5

¢ REF, 30
T T T T T 1 l T !
60 |- il B
a0l OPERATING ]
PRESSURE (psia)
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5000
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20| 2000 i
=
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=T ]
< 6§} i
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i i
e -
- EQUATION: |
W = 0,000373 (v)0 86 (p)0. 49 (p5)0.70
oL W = WEIGHT (Ib)_ !
V = VOLUME (ind)
P = OPERATING PRESSURE (psia)
FS = FACTOR OF SAFETY
| \ | | b ] S W N

2 4 6 8 10 20 40 60 80
SPHERICAL TANK DIAMETER (in.]

Fig, 3-7. Welght of High~-Pressure Gas Spherical Tanks Based on
Correlation of Production Hardware Data
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TANK WEIGHT (ib)

Fig, 3-8,
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800 -
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40 B
*Cylinder L./D ratios not included
20 as part of correlation -
EQUATION:
W =20 x 10°8 (v)!: 067 (p)1.5pg)1.36
10 W = WEIGHT (ib) —
8 V = VOLUME (ind) -
P = OPERATING PRESSURE (psia)
6 F$S = FACTOR OF SAFETY = 1.5
4 1 | N N | l | 1
108 2 4 6 8 10 2 3 4 S

TANK VOLUME (in.3)

Weight of High«Pressure Cylindrical Tanks Based on
Correlation of Production Hardware {Rel, 30)
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advantages, This subcritical pressure, two-phase system utilizes the

pressurized blanket of gas maintained over the liquid surface to accomplish

liquid-phase delivery., Because of gravity, the liquid is constantly exposed

to the supply port of the container, The pressure differential created by
the pressurized gas thus forces liquid from the vacuum-insulated storage |

vessel to an evaporating heat exchanger coil.

In space system storage of cryogenic liquids, the absence of gravity
or acceleration orientation forces prevents the use of standard two-phase

systems, since random orientation of the liquid phase during weightless

11 s AV e i S Lo

conditions prevents continual communication between the liquid phase and
the supply port.

Space system storage of cryogenic liquids is currently accomplished

foa e o s At w1

by pressurization of the cryogen to the supercritical pressure or single-phase

state. The absence of gravity or acceleration orientation forces does not

JRUSRDIRPR

affect the delivery of fluid since the supply port is, at all times, in direct N
communication with a relatively homogeneous fluid, Although this is a satis- -
factory system, its weight per pound of fluid stored is greater than that

encountered wif.i the low-pressure two-phase system,

i beindine 2V it

L. SUBCRITICAL STORAGE SYSTEMS

The temperatures available using baths of common liquefied gases
range from approximately 4 to 77 K, By varying the pressure, the tempera-
ture of a liquefied gas can be varied to provide cooling from the triple point
to the critical point. Within this range, a constant temperature cooling can
be provided by pressure control. Above the critical point, temperature
stability is sacrificed and the heat capacity of the liquid is smaller, (How~ 7
ever, it will be seen later that under certain systom designs the haat content i
in the supercritical state can be increased by using loads in series to utilize '
the heat contant of the fluid up to a highor temperature before venting over-
board. )

Selected cryogenic data for a number of fluids are shown in Table 3-3, 7
D
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a. Cooling Systems

Two basic typeg of commercially available coolers which use this
concept are the direct-contact {or integral) coolers and the liquid feed
coolers. The integral system is basically a detector, built right into a
cryogenic dewar in which the cryogenic liquid is stored. In the liquid feed
cooler, coolant is fed from a storage tank through transfer lines to a remote
location, Various coolers of both types that are commercially available
are summarized in Table 3-4,

{1). Integral Coolers

The integral cooler consists of a detector in direct thermal contact
with a supply of liquid coolant (Fig. 3-31. The detector is integrally mounted
in a dewar that serves both as the detector mount and the liquid container,
When 2 solid coolant such as Co, is used, sticks of the coolant are inserted
into the coolant well, Thermal contact between the solid CO, and the walls
of the coolant well is maintained by mixing the solid with a low-{reezing-
point liguid such as acetone. A basic limitation of the direct-contact cooler
is its operating attitude, In order to keep the coolant in direct contact with
the detector, the dewar must be maintained in an essentially vertical posi-
tion, For airborne and tracking instrument applications where the detector
is moved through 360 deg of arc, thermal contact between the coolant and
the detector is maintained regardloss of the dewar attitude by using copper
conducting plates that remain in contact with the coolant. | '

. {2),  Liquid Feed Coolers

The liquid foed cooler consists of an insulated liquid storage container,

transfer lines, a cooling head, and the necessary controls, The transfer
imechanism is either gravity or gas pressure, The gas pressure to fofie
the liquid from the storage container to the cooling head originates {rom the’
patural pressure buildup dus to thermal leakage into the storage container,
or (rom the residual pressure of the filiing operation., This basic concept is
illustrated in Fig. 3-10a. |
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Fig. 3-9. Direct Contact Liquid Cryogen Cooler
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L1 cases where the natural pressure biuil'du'p is not sufficient, or better
regulation is required, a smali'préésure-regulated electrical heater is
placed in the storage container to evaporate the required amount of liquid,
£ typical syrtem schematic is shown in Fig. 3-10b, The flow of fluid is
usually controlled to provide operation over a wide range of differential
pressures, using only on-off control, and to prevent flooding of the cooling
head. As the detector cell cocls, the liquid in the cell evaporates and vents
through the adjusta’ .e orifice-flow control valve, which sets the pressure

differential botween the tank and the cooling head to a valve that maintains a

constant rate of flow of liguid into the cell, The pressure-control relief

valve regulates the pressure exert.d on the liquid, and also acts as a relief
valve to vent the storzge container in case of malfunction,

The vsual mechanism of liquid tranufer in the systems in Fig, 3-10 is
a two-phase flow known as Leidenfrost transfer., When small quantities of
low-temperature liquid are passed through a warm tube, some of the liquid
evaporates to form a gaseous skin that keeps droplets of the liquid insulated
from the walls of the tube sufficiently well so that small quantities of the
liquid can be efficiently transferred. Graphs of system dry weight versus
total operating time and versus required liquid capacity for a typical liquid-
nitrogen detector cooling system are shown in Fig, 3-11., Based on these
graphs, a detector load of 1 W operating for 8U hr would require a system
weighing 6.8 b (dry) with a liquid storage cor‘ainer of 4,5 liter capacity

with approximately 8 lb of liquid nitrogen,
2, SUPERCRITICAL STORAGE

a, Existing Systems

The state of the art in supercritical cryogenic storage systems is
typified by the oxygen and hydrogen storage systems used on the Gemini and

Apollo programs. Evacuated superinsulation combined with radiation shields
cooled by the vented vapor has been used to minimize the heat leak, The

usual design procedure consists of providing sufficient thermal protection so
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that the "boiloff" caused by heat leakage to the fluid just equals the minimum
required use rate, Higher use rates are achieved by the addition of heat

(by electrical resistance heating or by waste heat transfer) to the fluid or by
allowing the pressure to decay during withdrawal. Normally, a nearly
constant operating pressure is maintained with the use of an integral heater.
These types of systems have been designed to provide gas at some higher

4

3 4

temperatvere, such as at room temperature, as the ultimate product, 1
i

Characteristics of cryogenic oxygen and hydrogen tankage designed for
airborne or space systems are summarized in Tables 3-5 and 3-6, respec-
tively, Characteristics of cryogenic helium tankage designed for ground and
space applications are shown in Table 3-7, The ratio of dry tankage weight

to fluid weight varies considerably with size, mission length and other

design requirements. The relationship of the total quantity stored to the
ratio of dry tankage weight per pound of fluid is plotted for oxygen tanks in
Fig. 3-12.

b. Use of Supercritical Storage for Low Temperature Cooling

If extended storage of supercritical cryogens is required to provide

cooling at a specified low temperature, the design problems become some-

what different, During a constant pressure withdrawal of a supercritical {
fluid from a tank, the temperature of the fluid continually rises due to the
added input energy required. In order to maintain a relatively constant
temperature for cooling purposes, a decaying tank pressure must be utilized.
Also, if the storage time requirements are such that vapor-cooled radiation
shields are required, the vented fluid may not be available for shield cooling
until after it has been used for load cooling because of low temperature
requirements of the loads, Thus, the fluid may have to bc returned from

the cooling load to the tank for shield cooling before exhausting overboard,

In the case of Gemini, Apollo and MOL systems, the temperature of the
delivered fluid is not so critical.
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A system designed under such restrictions utilizing supercritical helium
for use over a 60-day period is shown in Fig, 3-13, The vented fluid is used
to cool a series of heat loads ranging from 15 to 75 K prior to cooling of the
cryogenic tank radiation shields, A constant temperature withdrawal process
was used (T =9 K) while allowing the tank pressure to decay from an initial
value of 240 psia to a final value of 35 psia., Using this approach, many fluids
can be utilized at varying temperature requirements to proyide long-term
cooling at cryogenic temperatures. If high storage pressures are used, the
heat content per pound of fluid withdrawn from the tank can be increased
substantially, The limitation of this approach is that ar the tank is emptied,
the temperature of the remaining fluid is increased and may go beyond the

desired cooling temperature,

Curves showing the heat content per pound of [luid and the temperature
of the fluid ag a function of the bulk density ol the {luid and the operating
pressure can be utilized to ~stablish easibility and approximate fluid require-
ments e ¢ given heat load, Theriwdynamic data which can be used for this
purpose in the general ierppevatie range of 4 to 300 K are presented in
Figs, 3-14 through 3-1« for heiiuii, hydrogen and nitrogon based on compu-

tations made in Ref, 47,

C. CRYOGENIC SOLID STORAGE

1, BRACKEGROUND

Davelopment of a cbolmg system based on the sublimation of a solid
coolant into the high vacuum of snace shows vansédarrdbm promise, since a
number of problems associated with either »ubgritical or supercritical stor«
age are avoided, This type of cooling system vonsists of a solidified gas or
liquid, an insulated container, an evaporation path to space, aznd a conduction
path from the coolant to the device being cooled tFig. 3-17), The operating
temperature obtainable with this system depends upon the cholee of coolant,
the pressure maintained in the system, and the heat load, I the vapor (low
rate (which in turn regulates the back pressure and temperature of the efflu-
ont flow) is varied, a spocific operating temperature can be maintained, The
system's operating time depends on the amount of coolant and the heat load, |
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Fig. 3-17. Schematic of Typical Solid Cryogen IR
Detector Cooling System
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The obvious advantages of the use of a solid system over the liquid
include (a) a higher heat content for the heat of sublimation, (b) 2 higher
density storage, and (c) the lower temperature solid phase permits a gain in

sensitivity in certain infrared detector systems.
2, SYSTEM OPERATION

The operation of a cryogenic solid system is based on the interrelation
- of pressure and temperature of a solid in equilibrium with its vapor. Addi-
tion of heat subiirnes the solid coolant and tends to cause the vapor pressure
' ' and thus the temperature to increase. The pressure and the temperature
are maintained constant by venting the vapor to space at the appropriate
pressure level. The cooling capacity of a given weight of solid coolant is
equal to the sum of the heat of fusion and heat of vaporization. Nominal
operating temperature and pressure ranges for several solid coolants are
given in A'l_‘able-3‘-8. Curves of vapor preséure versus temperature are shown
. !in Fig. 3-18, Additional cryogenic data of‘interest with regard to solids are
‘; summarized in Table 3-9, If the temperature requirement of the detector
. to be cooled is substantially higher than the triple point temperature of the.
‘solid cryogen being used, the sensible heat of the effluent '_vapor can be used

to further advantage. In this case, the detector does not have to be mounf;ed

C

~directly to the solid via a heat transfer rod but merely exposed to the effluent
~ vapor, A ’ '

WL T

3._ SYSTEM DESIGN CHARAC TERISTICS

To provide comparative data, the results of analyses of solid cryogenic ;
system weights (from Ref., 33) using hydrogen, neon, nitrogen, carbon
mo-noxide,, argon, and methane are given in Table 3-10, Thése theoretical
weighin (cryogen and insulation only) are based on an infrared detector heat
load of 100 mW for one year of operation at the temperature of the coolant A
as indicated, The solid cryogen configuration is assumed to be a cylindrical

container (length = diameter) with a contain_er external temperatui'e of 300 K,

3.35
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Table 3-8, Nominal Temperature and Vapor Pressure
Ranges of Solid Coolants
Coolant Temperature Range Corresponding Vapor
Pressure Range
(K) (mmHg)

‘Hydrogen 10 - 14 2 - 56
Neon 16 - 24 1 -240
Oxygen 48 - 54 0.01 -2
Nitrogen 47 - 63 1-95
Argon 55 - 83 1 -500
Methane 67 - 90 1-80
CO2 125 - 194 0.10 - 760
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Total system weight and volume as a function of operating life for hydrogen
and methane (which are two of the better solids because of the high heats of

sul:alimation) are shown in Fig. 3-19,

Estimated weights of cryogenic coolers using solid hydrogen as a
function of detector temperature and heat load are shown in Fig. 3-20,
These weights are based on a simple model utilizing the heat of sublimation
as well as the sensible heat of the hydrogen vapor up to the detector temper-

ature.
4. PROTOTYPE OR LABORATORY SYSTEMS

A number of solid cryogen coolers have been developed under NASA
and military funding utilizing nitrogen, argon, COZ’ neon, methane, oxygen
and hydrogen, The design characteristics of some typical experimental solid
cryogen coolers built and tested by Aerojet-General (Azusa, California),
Lockheed Missiles and Space Company (Palo Alto, California), and Ball
Brothers Research Corporation (Boulder, Colorado) are summarized in
Table 3-11. Additional details of some of these units are provided in the
following paragraphs,

a, Aerojet-General Solid Nitrogen Cooler

Aerojet performed work under a two-phase Air Force contract during
the period 1964-1967 as reported in Ref, 50, Phase [ efforts included a
parametric analysis of spherical as well as cylindrical cooler configurations,
development of a computerized method of optimizing cooler designs, the
display of these data in a series of interrelated grapﬁs to facilitate design
verification and, finally, the fabrication of an experimental model cooler
using solid nitrogen. Phase [l entailed performing experiments with the
cooler to Improve coolant loading and solldification techniques for optimum
cooler performance, Included were the studies and experiments relating to
thermal conduction through insulation, solids, gases, and various types of
mechanical joints.

The experimental solid cryogen (nitrogen) cooler developed in Phase LI
of this study was designed to provide approximately 0, 75 W of cooling

3-40

By
Ll N e WS e w0t S e o e A em

- i



w (€€ "32¥)
$191000) aueyjapw pue uadcipiAH priog
x03 swnjoa pue jydiom wajzshg jed3aao09ayy “6I1-¢ ¥4

(ow) IWIL INILYYILO [ow] IWIL SNI1YY¥3dD
el 6 9 € cl 6 9 B -
T L ° R L I
3INVYHL3IN -
% B .
N |N S
2 | 3
=z ™
s - 3
—v m -
= <0
™ =
— -y
o -
1 = =
Llg

SANLVIIANIL ¥OLD3L30 ©
avoT 30103130 Mw-001 ©
LANINNOCUIANI N00E ©




HYBROGEN COOLER WEIGHT (Ib)

e 1-yr OPERATION
e MODEL UTILIZES HEAT OF SUBLIMATION
PLUS SENSIBLE HEAT OF HZ VAPOR
120 1 1 l l T |
‘w e —
. DETECTOR HEAT -
80 LOAD (mW)
601 - -
40 -
w - L
ol L S ,ll I | R VSN
0 20 40 60 80 100 120
| DETECTOR TEMPERATURE (K]
Fig., 3.20, Weight of Solid Hydrogen Cooler Versus Detector
Temperature and Heat load {(Ref, 51)
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(2.56 Btu/hr) for approximately 1000 hr. The basic configuration is a cylin-
der of L = D = 10-1/2 in. which contains a theoretical maximum of 32 1b of
nitrogen at a solidified density of approximately 63. 8 lb/£t3. The total weight
of the system is approximately 38 lb,

"Standby® times for this design have been calculated as 108 hr based on
experimental test data. Standby time is defined as the time required for the
solid coolant to just begin melting after the vacuum pump is disconnected
and the unit is sealed. The unit is normally charged with solid nitrogen at
approximately 48 K and 1.5 mmHg and can be allowed to increase to near
the triple point of 62 K and approximately 80 mmHg while still maintaining
only solid and vapor. Based on the results of the experimental tests, the
maximum life wis calculated as 106 days for the fully charged (27 1b of solid
nitrogen) cooler, Note that the actual solid nitrogen weight is significantly
less than the 32-1b theoretical value. This difference is generally attributed
to boiloff losses during solidification as well as ‘volds in the solid nitrogen,

The measured heat leak of the entire unit was 0,31 W or 1, 06 Btu/hr,

not including the dotector hoat load., To transfor heat from the IR detectorto

the solid cryogen, a onc-half inch diameter solid copper rod extends through
the solid. This rod, plus various other connections, fill and vent liﬁes. ote.,
togother with the relatively small overall dimnstom. acco\mts for the
relatively high elfective heat leak value of 0. 75 Btulhr—it (based on outside
dimensions of the cooler),

b.  Lockheed Solid Argon-COp Cooler

Under contract from NASA/Goddard Spacecraft Center, Lockheed
Missiles and Space Company, Palo Alto, California, developed a prototype
spacecraft solid cryogen refrigerator capable of providing 25 mW of cooling
for an IR detector at approximately 50 K {Ref, 26). The objed .ive of the
_program was to provide cooling for a period of one year based on an external
refrigerator teinperature ol 300 K.
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Solid argon (maintained at 50 K and approximately 0. 15 mmHg vapor :
pressure) provides the primary cooling while solid carbon dioxide (COZ) in
conjunction with surrounding evacuated multilayer insulation is used to
minimize the heat leak to the argon. The C()2 is maintained at approximately
125 K, The entire system weighs approximately 30 b including 22,5 Ib of
solid cryogen {13.7 lb of argon and 8, 8 Ib of €O, ) A schematic of the cooler
is shown in Fig. 3-21, Based on measured volumes of containers, the bulk
densities attained in the cooler were 99.7 and 97.3 percent of the theoretical

densities of argon and COZ’ respectively,

The system was designed for a total heat leak to the CO2 of 76 mW
(0.26 Btu/lb) and 40 mW (0, 135 Btu/hr) to the argon including the 25 mW
IR detector load, The initial tests of the unit resulted in heat loads approxi-

i i 5 e 812 5

mate ly threa times the predicted values., After considerable redesign, _ 4
'improved insulation and reconstruction, the final thermal tests were con- :
. siderably improved but still short of the design goéls. The final measured
‘ heat leak was 74 mW (0,25 Btu/hr) to the co, and 28,6 mW (0,098 Btu/he)-
' - to the argon not including the IR detactor load, In order to permit the one-
' ‘ycar opération. the IR detecter zoad must be reduced to 17,6 mW,

: Based on th& inside dim@mtom of the container, the ovarall eflective
heat leak per unit area was caleulated as follows:

e Marpiod

Tery o Q/A (Brufhr i) ;
co, S 0. 148 :
Argon (without detector loaﬁ } - 0. 06
Argon (with detector toad) B 00 § P4
Total {without detector) - . . 0.10%

Total {with detector) - 02

345
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c. Cryogenic Solid Oxygen

Cryogenic solid oxygen has been considered as an attractive potential
method of long-term oxygen storage in space. A design study was conductedA
by Aerojet-Generral for the USAF Aerospace Medical Research Laboratories
(AMEiL) as reported in Ref. 49, The highlights of their studies are sum-

marized below.

Solid oxygen exists in three phases: Phase I between 43.8 and 54.4 K
(the triple point), Phase II between 24 and 43, 8 K, and Phase III below 24 K,
In addition to an increase in the solid density at the lower temperatures,
there is an increase in the heat of sublimation. Also, there is a significant
heat of transition between Phases Il and I and between Phases III and II--
resulting in added heut capacity if the solid oxygen is sub-cooled to these
lower temperatures. The heat of sublimation for oxygen in these regions is

shown in Fig., 3-22.

Studies made in Ref, 49 covered the total storage times for various
forms of oxygen including solids, liquid and supercritical states. The results
of the studies for a 30-cm radius sphere with 1, 0 cm of superinsulation and
designed for a 10-g launch load are shown in Fig. 3-23 which indicates the
relative amount of oxygen remaining in the tank versus time. The insulation
consists of 80 layers of aluminized mylar with an overall density of 0, 09

g/crn3 evacuated to a pressure of 10'.'7 mmHg,

The curves show the significant improvement in storage life in going
from a liquid to a triple point solid and then further to the lower temperature
solid oxygen phases. The additional advantage of going to below the Phase II
solid (i.e., below 43,8 K) representéd by curve 3 of Fig, 3-23 does not

appear justified because of the additional ground-cooling problems,

Oxygen stored initially as a solid at the triple point can be stored for
approximately 130 days longer than oxygen stored as a subcritical liquid, as
shown by curve 2 versus. curve 1 of Fig, 3-23, The corresponding figures
for Phase II solid at 43, 8 K and Phase III solid at 12 K (curve 4) are 210 and
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250 days when compared to the saturated liquid. Figure 3-23 also shows
that after 250 days of storage, a relative weight of 100 percent (i.e., relative

to liquid oxygen} remains in the vessel stored initially at 12 K {curve 4).

d. Ball Brothers Research Corporation Solid Argon-CO2 Cooler

A solid cryogenic cooler utilizing argon and COZ for cooling of an
infrared detector for up to a year was designed and fabricated by Ball Brothers
Pesearch Corporation (BBRC) as an in-house effort. - The system was
designed to provide for cooling of a detector load of a‘ppz:oximately 14 mW

at 77 K for up to one year and to meet the Apollo vibration criteria, o ' !

Argon, the primary refrigerant, is maintained at 76 K while CQZ' | : !
the secondary refrigerant, is maintained at approximately 130 K and acts

as a heat barrier for the argén. The envelope of the unit is a cylinder
approximately 13 in, in diameter and 22 in., long. The total loaded weight

of the system is 47.4 lb with a stainless steel outer shell. BBRC estimates

JEREPONIRNP PRV

that the weight will be around 37 1b if the stainless steel shell is replaced A g}vk

with aluminum, Both refrigerants are condenséd and frozen in their con-

EP TSy LY

tainers by passing liquid nitrogen through a cooling loop which is an integral
part of the structure, The multilayer insulation is evacuated to 10"6 mmHg,
and an ion pump is required to maintain this vacuum for extended periods on
the ground,

The measured heat leaks during preliminary testing were in the order
of 10 to 20 percent higher than the design heat leak of 134, 7 mW, Based on
the existing design, a lifetime of about 200 to 250 days appears maximum,

Further testing and modification of this system is continuing by BBRC,

D, AMBIENT TEMPERATURE LIQUID STORAGE SYSTEMS

The ability to provide a long duration storage system with a short use
time capability is frequently a desirable goal for cryogenic cooling of IR
detector systems. Cryogenic liquids or solids require sophisticated insula-
tion systems and provide relatively limited storage time capability, A

limited number of liquids exist, however, which can be stored at ambient
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temperature and manipulated thermodynamically to potentially provide a

feasible cryogenic cooling system.

Some preliminary analyses have been completed regarding cryogenic
cooling with these types of fluids (Ref, 53), The thermodynamic analysis
performed in the above study indicated it is feasible to use ethane or possibly
propane for cooling of infrared detectors at a temperature level of 100 to
110 K. These two fluids can be stored indefinitely as liquids at ambient
temperature (at 80 F the storage pressures are 631 psia for ethane and
144 psia for propane) and manipulated thermodynamically to obtain the

desired 100 to 110 K temperature level for cooling.

The cooling system consists of a storage vessel, a small counterflow
heat exchanger, two J-T expansion orifices, one flow control valve and a
back pressure valve as shown schematically in Fig. 3-24 using ethane as
the working fluid. The corresponding thermodynamic process as depicted
by a pressure-enthalpy diagram is shown in Fig, 3-25. Assuming 100 per-
cent fluid utilization (all the fluid sprayed in the chamber is vaporized by
heat from the detector), the total wet weight of an ethane cooling system is
about 10 1b for a total heat load of 1/2 W and a total accumulative operating
period (either intermittent with long standby periods or steady) of seven days.
A 50 percent utilization efficiency at the detector would result in a system
wet weight of about 20 1lb,

1. PHASE SEPARATION AND EXPULSION OF LIQUID

Several methods have been considered for expelling and separating the
liquid from the storage container. These methods also can be applied to
cryogenic liquids to a limited extent. One method is to use a capillary
separation device, such as a spherical wrap of screen, around the inside of
the storage vessel (see Fig. 3-26a). Liquid would then be withdrawn {rom
the annular area between the screen and the vessel wall, Surface tension
forces in the liquid would prevent passage of any gas bubbles from the interior
of the vessel across the screen surface, Pressure for expulsion would be
supplied by evaporation of the liquid in the interior of the vessel, This con-
cept can be used on a partial basis where only enough fluid is retained at the
tank outlet to supply, for example, an engine during restart.
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Capillary system designs have been flown on a number of spacecraft
and upper stage propulsion systems including the Agena, the Apollo Service
Module (SM), and the Titan III Transtage, as well as on various drone zir-
craft such as the Northrop MQM-74A and Ryan Firebee II. The Apollo SM
(Ref, 54), Agena (Ref. 55), and Titan III Transtage (Ref. 56) use variations
of the basic partial retention system wherein capillary screen barriers are
utilized to retain liguid over the tank outlets at all times, The previously
mentioned target drones also use simiiar concepts (Refs, 57 and 58). The
designs utilized in these programs are illustrated in Fig., 3-27. A total
retention system concept was designed and fabricated for the X-15 flight
research vehicle hydrogen peroxide tank but was never ilight tested,

Another, more common, means of expelling the liquid is to use a
bladder (see Fig., 3-26). In this case, high-pressure nitrogen gas regulated
to the desired pressure is used to expel the liquid which is kept above ths
saturation pressure so that no vapor is present in the storage vessel. Al-
though the weight estimates for this system are not shown here, the net
result is that system total weight is approximately equal to that of the capil-
lary expulsion system. The reason for this is that a smaller amount of {luid
is required (all of the fluid would be utilized rather than ending up with a
vessel full of a high density vapor). This compensateas for the added nitrogen
gas pressure vessel weight. | - '

Bladders have been used on a number of programs. One of the earliost
uses was on the X-15 liquid nitrogen tank and the hydrogen peroxide tank.
Repeated failures of the mylar bladder in the liquid nitrogen tank, however,
resulted in replacement of the bladder with a compartmented tank, A large
number of bladder systems have been very successful in conjunction with
storable propeliants such as in reaction control systems {RCS) for the Apollo
Command, Service and Lunar Modules (Rel. $0) and the Surveyor vetraier
propulsion system (Ref, 61). The bladder materials used in both of these
programs are basically teflon compounds cansisting of laminated layers of
TFE {polytetralluorethylene) and FEP (flourinated ethylenepropylene) with a
total thickness of 0,006 in. The primary limitation of these systems is the
bladder life.
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.

In addition to capillary screen and bladder expulsion devices, a number
of other techniques for liquid expulsion have been proposed such as the use
of pistons, diaphrams, metallic bellows, and the use of polarization forces
{dielectrophroetic devicesj. Discussion of these techniques is beyond the
scope of this raport, and the literature {Ref. 62, for example) should be
consulted for further details.

The above background data and a recent survey of capillary retention
devices (Ref. 39) indicate that adequate design concepts, performance
analysis and flight experience exist to establish the feasibility of using
ecither capillary retention systems or bladders in short duration missions,
However, because of the lack of established long-life materials compatibility
accelerated testing techniques, accurate predictions of long duration mis- '
sion capabilities ¢{ a year ard beyond cannot be made. In addition, the
materials compatibility with any new {luid would have to be reexamined,
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IV, RADIATORS

A, BACKGROQUND

Another method of developing cryogenic temperatures in space is to
utilize the low temperature sink of space directly by using a cryogenic radia-
tor. This concept is potentially attractive since such a system is completely
passive, requires no power, and may be capable of high reliability for
extended periods. Recently, there has been considerable activity in the
design of such radiators to maintain the temperature of detectors in ¢lectro-
optical systems at temperatures in the 70 to 150 K region,

The elfective temperature of deep space is approximately 2 to 4 K,
and a suitably sized cold plate of high emittance to which one or more detec-

_tors are mounted can be made to radiate to this sink. It is necessary to

shield the cold plate against heat inputs from direct sunlight ard, in tae case

- of near~-carth orbits, the heat inputs from direct thermal emission and

reflected sunlight {rom the carth and its atrmosphere,

Furthermore, the cold plate must be thermally shielded from the
parent spacecralt, ‘_I“héw considerations dsualw result in 3 passi~z cuole .
design which is tailored to a particular spacecraft system. The tvps af o
orbit {e. g., near-polar, equatorial), orbit altitude, orientation 0:{’-'{?1.;%751;“@»

" eraft relative to the varth or sun, snd the location of the radiatar a4 signifi-

cantly influence the deaign of the radiator.’
B. THEORETICAL PERFORMANCE OF PASSIVE RADIATORS

The minimuen theoretical arca required as a function of the total power

- dissipated by the radiator and the radiator temperature level is shown in

Fig. 4-1 for a radiator of unity emittance, perfectly isolated {rom any back-
ground heat input's'. and radiating to a 0 K sink. The radiating arca of a
practical system will be larger than that indicated in the figure because of
parasitic heat {low, and the area of the complete radiator assembly will be
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still larger because of the size of the thermal shielding system and struc-
ture. More realistic radiator areas required as a function of the radiator
temperature and the radiator parasitic heat leak are estimated in Fig. 4-2.
These data are based on parametric analyses (Ref. 63) of a hypothetical
system. The parasitic heat leak represents the heat trinsfer between the
radiator and the supporting structure and vehicle and is estimated to range
from 0. 15 to 0.30 W/ftz of radiator surface., The curve labeled as zero
parasitic heat leak represents a perfectly insulated radiator. The detector
system heat load as used in this analysis represents all other heat loads
associated with the actual IR detector including the radiation load, power
losses, heat leaks due to lead wires, and other miscellaneous heat leaks

into the detector assembly,

C., _RADIATOR DEVELOPMENT PROGRAMS

Studies on the development of cryogenic radiators for cooling IR sys-
tems have been {unded by the AFFDL (to Philco-Ford Corporation) and by
NASA Coddard Space Flight Center [to International Telephone and Telograph
(f‘l“l‘) and to Santa Barbara Resecarch Center]. The description and results
of these studies are discussed in the following paragraphs, |

1. AIR FORCE DEVELOPMENT PROGRAMS

A recent study on a passive radlative cooled system for IR detectors
was completed by Space and Reentry Systems Division of Philco-Ford Ccfpo»
ration for the AFFDL, Wright-Patterson AFD, Ohiv (Raf. 64), The objective
of this program was to study the feasibility ot and to develop design tach-
niques for coolers capable of reaching apéi-atiug temperatures of 77 K (138 R}

~ with no:ninal heat loads of 10 mW Jor three dme}em earth orbits as follows:

‘a4,  An carth-oriented 200 nmi circular orbit in the equa'toriai plans

b. . An carth-oriented 600 nmi orbit with an orbit plane -sun
angle of 45 deg ‘ _
<. A synckronous earth-oriented equatorial orbit

The maxitiuin radiator size was restricted to a cube 18 inches on a side.
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1

Eight basic radiator designs (Figs. 4-3 and 4-4) encompassing single
and multistage flat, parabolic and conical surfaces were analyzed {for further
details see Ref. 64). Preliminary studies were made to select the best two
or three configurations for each orbital case. From these selections more
detailed analysis and considerations for development were evaluated, One
radiator design was selected for each orbit condition. Further detailed
analysis and designs for development testing were completed for a radiator

applicable for use in an earth-oriented 200 nmi circular orbit.

Based on requirements and constraints established, the basic approach

taken regarding the configuration and location of the radiators was as follows:

a. Temperatures cf the radiators are passively controlled.
b. Shields are used to minimize heating of the radiator surfaces.
c. Location of the radiator on the spacecraft and the establishment

of designs are dictated primarily by the particular orbit condi-
tions and the orbital heating fluxes. '
Prelimirary analyses showed that the thermal performance of a staged radia-
tor (i.e., more than one surface in series) is nearly maximized with three
stages, and in some cases two stages, Additional stages provide negligible

thermal improvement and add considerably to the complexity of the design.

The radiator designs are selected on their ability to attain low temper-

atures which is predicated primarily on the following factors:

a. The ability of the shields to minimize heating of the radiator by
shadowing the radiator from direct solar, planetary, and space-
craft heating

b. The ability of the shields to redirect solar, earth albedo, and
earth emission energy so that none or a minirmmum amount of this
energy is incident on the radiator

c. The ability of the shields to attain as low a temperature as pos-
sible so that emitted energy from the shields to the radiator is
minimized ‘

\
d. The ability to maximize the view factor from the radiator to space
e. The ability of the multilayer insulation to minimize heat leaks

from the spacecraft to the entire cooler
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Based on the results of the AFFDL study, the achievement of a radiator
temperature of 77 K or lower is strongly dependent on (1) the orbital para-
meters (including orbital altitude and orientation of the spacecraft with
respect to the earth and sun), (2) shielding of the detector radiator from
planetary and solar fluxes, (3) thermal isolation of the radiator from the

spacecraft, and (4) the IR detector heat dissipation,

These studies have shown that the lowest radiator temperatures are
attained with the following configurations for each of the three orbital condi-
tions., The configuration selected for the 200-nmi circular orbit (Configura-
tion #3, Fig. 4-3) is a staged shield, parabolic reflector-radiator. The
radiator temperature for a 10 mW power dissipation is 85 K (153 R) for
maximum planetary heating and 81 K (146 R) for minimum planetary heating.
(Maximum heating is earth albedo and emission whereas minimum heating is
earth emission only. ) A unit conductance of 0. 005 Btu/hr-ftz-R is assumed

for all configurations. Configuration #3 achieves a lower radiator tempera-

Y
ture than either Configurations #1 or #2 because the radiator views a colder «}

environment as a result of the double shields, For a given volume, however,
Configuration #3 achieves a smaller radiator size. As a result, even though
it is less sensitive to heating inputs from the earth due to the shields, it is
more sensitive to heat inputs from the spacecraft., Because of the smaller
area, its power dissipation would become a limiting factor before that in
Configurations #1 or #2. In essence, these results show that the optimum
radiator design is very sensitive to the spacecraft design criteria and to the
tradeoff penalties associated with weight and volume and the required power
dissipation and temperature.

The configuration selected for the 600-nmi orbit (Configuration #5,
Fig., 4-4) is a parabolic surface of revolution reflector-radiator. The space-
craft is spinning in this case, and therefore a surface of revolution is required
for the shields, As a result, the radiator useful volume is reduced from

the 200-nmi orbit case; consequently, power dissipation densities increase.

4-8
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The resultant radiator temperatures are therefore somewhat higher than in
Configuration #3. The radiator temperature is 101 K (182 R) for maximum

planetary heating and 96 K (172 R) for minimum planetary heating.

The configuration selected for the synchronous orbit (Configuration #6,
Fig. 4-4) is a staged conical reflector-radiator. The restrictions are similar
to the 600-nmi orbit. It has a range of radiation surface temperatures of
97 K (175 R) to 99 K (178 R) for minimum and maximum incident solar

heating fluxes.

The development design configuration for the 200-nmi orbit is the staged
shield parabolic reflector-radiator as shown in Fig., 4-3. The configuration
has been fabricated and consists of a primary shield assembly, a secondary
shield assembly, a staged radiator assembly, multilayer insulation assem-
blies, and support structure, An improved design has evolved which (})
meets the thermal requirements of the configuration; (2) maintains structural
integrity at minimum weight; (3) incorporates materials and cdatings which
are compatible with the predicted space environment; (4) can be fabricated
with state-of-the-art aerospace techniques; and (5) meets thermal vacuum
chamber requirements for the testing of the configuration., The design is
incorporated into drawings from which an experimental model for thermal

vacuum {and structural) tests can be fabricated,

Based on detailed thermal analyses, the radiator [or the development
design configuration achieves a temperature of 81 K (46 R); the temperature
of the radiator varies less than 0,3 R for one orbit. Based on recent per-
sonal communications (Ref, 65), experimental verification of the performance
of the development design configuration in a simulated 200-nmi orbit will be
accomplished with a thermal vacuum test using the Arnold Enginecring
Development Center, Tcnnessee, facllities later this year, The primary
objectives of the thermal vacuum test are (1) to verify the ability of the con-
figuration cavity to reflect incident earth albedo and emission energy and
(2) to verify the thermal isolation of the configuration [rom the spacecraft.

4.9




2, NASA PROGRAMS

A number of scientific experiments in the NASA Application Technology
Satellites (ATS) program which are to be placed in geosynchronous orbits
will probably be using passive radiators. A number of satellites in this
experiment series will have various IR sensor equipment aboard. The Optical
Division of ITT, located in Fort Wayne, Indiana, has performed a number of
studies for NASA (Refs. 66 and 67) on radiant coolers applicable to the Nimbus
and Tiros programs, The analysis, design and test of a two-stage radiant
cooler to operate near 77 K is reported in Ref. 67. This cooler was designed
for mapping of the earth and its cloud cover from a near-polar orbit. A
schematic of the cooler concept is shown in Fig. 4-5. The significant ther-
mal loads on the first stage cone consist of earth IR, reflected sunlight and
in some cases direct sunlight. The temperature of the first stage cone is
controlled by a low @/¢ ratio and is isolated from the spacecraft, The first
stage patch (radiator surface) is thermally coupled to the first stage cone
and to deep space. The second stage cone is designed so that the second stage
patch views only the cone and deep space. The area of the second stage patch
to which the IR detector is attached has an area of 3.8 in.z. During simulated
flight tests in a chamber, the second stage patch reached a temperature of
approximately 80 K with a corresponding power dissipation of 5,65 mW,
This work is continuing towards the development of passive radiators to cool
IR detectors to temperatures in the 80 to 120 K regions for the NASA ATS
program. A high resolution radiometer {lown on Nimbus [, II, and III con-
tains a single stage cooler that maintains a detector at 200 K., The cold patch
has a radiating area of approximately 10 cm2 and a radiative power of about
90 mW.

The Santa Barbara Research Center is currently working on two pro-
grams for NASA involving passive coolers (Ref, 36), An engineering model of
a cooler designed to operate at 90 K for use in the Synchronous Meteorological
Satellite has been tested on a preliminary basis and found to be within a few
degrecs of its design point, Another design under development is for a cooler
to operate in the 90 to 100 K region in low earth orbit for use with the Earth
Resources Technology Satellite,
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V. THERMOELECTRIC COOLERS

A. BACKGROUND

When two dissimilar metals are connected in series with a source of
emf, one junction will be cooled while the other junction becomes heated.
The generation or aksorption of heat depends on the direction of the direct
current, while the rate of heat pumping is a function of the current and
material properties, This basic phenomenon was first observed by

Jean C, A, Peltier in approximately 1834.

This Peltier effect, which is distinct from the heating of a conductor
by a current due to its resistance, is an inversion of an carlier observation
made by Johann Seebeck. The "Secbeck effect" is the production of an emf{
in a circuit formed by different metals when their junctions are at different
temperatures. This phenomenon, which is caused by the transfer of {ree
electrons that are present in all metals is the basis of operation of thermo-
couples, Although the basic principles of this "thermoeclectricity" are over
100 years old, development of practical heating or cooaling devices utilizing
these principles did not occur until the rapid progress in semiconductor
materials occurred in the early 1950's, This progress in semiconductor
materials, combined with the recognition by the U,S. Navy that these materials
held the possibility of quiet power generation and cooling systems for ships,
led to rapid advancement in materials up to the presont time, |

The outstanding features of thermoelectric coolers are simplicity and
reliability, as thore are no moving parts, Other advantages include:
a. The heating and cool{ng function can be vasily interchanged by
reversing the polarity of the direct current.
b. Noise is absent during operation,
¢, Operation is independent of orientation or gravity,
d. Welight and volume are small,
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The primary limitation of thermoelectric coolers is the maximum tempera-
ture difference (or temperature lift) attainable on a practical basis which is
about 150 C based on available materials. The chief disadvantage of these
devices is the relatively low coefficient of performance (COP) (i.e., cooling
capacity divided by power input) where large temperature differences are

required,

As a result, the prime areas of application are found where cooling
loads are relatively low, space and weight available are small, large temp-
crature differences are not required, extended periods of maintenance-{ree
operation arc necessary, and where power system weight penaltics are small.
Typical applications currently include cooling of IR detectors and various
other eclectronic components, medical and laboratory instrument tempera-

ture control, and iraprovement of night vision sensitivity.

B, OPERATIONAL AND DESIGN CHARACTERISTICS

A typical single stage thermoelectric cooler consists of a p-type and an
n-type semiconductor connected together by a metallic conductor as depicted
in Fig. 5-1. (A p-type material has a shortage of electrons while an n-type
‘material has an excess of electrons. ) When a voltage is applied (normally
in the range of 0. 10 to 5 volts for typical IR cooling units), the flow of cur-
rent in the direction shown produces a temperature difference between the
two junctions by absorbing heat at one end and releasing it at the other, The

~heat removed from the cold junction is the dilference between the Peltier
cooling effect and the sum of (a) the Joule heat generated by the current,
and (b) the heat conducted from the hot to the cold junctiom The rosultant
is the net cooling capacity of the couple. If the two materials in the semi-
conductors arg identical, the energy level of the electrons flowing would be
the same throughout the system and there would be no heat pumping, When
materials with different available electron energy levels are selected, the
clectrons flowing across the junction must undergo an energy change which

results in either the absorption or rejection of heat.
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Fig. 5-1. Peltier Thermoelectric Couple
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Thermoelectric couples of similar design can be arranged in parallel
to increase the heat pumping capacity., When identical couples are placed in
parallel and supplied with equal currents, they pump as many times more
heat at the same temperature difference and with the same COP as there are
couples. Thermoelectric couples can also be connected in series (cascaded)
for one of two purposes: (1) to provide a temperature difference greater
than that attainable from a single couple or (2) to achieve a higher COP for
a given heat pumping rate and overall temperature difference. Manufactured
units are generally available with up to four stages where temperature dif-
ferences of 80 to 120 C are achieved between the cooling load temperature
and the available heat sink temperature. Theoretical and actual performance
data for various operating conditions are given in the following paragraphs.

C. THEORETICAL PERFORMANCE DATA

A brief review of theoretical performance parameters is presented
here only to the extent necessary to assess the capabilities of thermoelectric
coolers. For more dotailed discussion of periormance characteristics and
derivation of the basic equations, the references cited in this report (Refs.
67 through 70) should be consulted,

When a steady state is catablished at the cold junction of a couple, the

from the hot end to the cold end is given by

9 T
Q = STL- § R .KaT =~ ; 1)
_where _
Q ¢ net heat absorbed at the cold junction (Peltier effect), W
S = Seebeck Coefficient for a couple, V/K
1 ¢ current, amp
R = electrical resistance, ohms
K = thermal conductance, W/K
T . ® temperature of cold junction, K
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The first term on the right-hand side of Eq. (l)is derived from the fact that
the Peltier cooling effect is given by

Q= Pabi (2)
and that
Pab = STc (3)

where Pa,0 = Peltier Coeflicient between materials a and b (W/amp), and
Tc 3 col_d junction temperature (K). Thus

Q= STCI (4)

All the equations given in the following paragraphs can be derived (rom the

fundamentsl relationship given by Eq. (1),

The pesiinent werformance parameters of thermoelectrts. coolers which
are most useiul for evaluaiier purposes are:
a. The {igure of merit (Z) which is a function of the matetial
prcp&rties

b, The temparature di(fewuce or m: (&‘I‘) attainable between a
 single stage couple :

¢ The cosilicient of performance (COP) which is equal to the coaling
capagity divided by the power input,

The figure of merit (2) serves to characterise a ma%szﬂal for its cooling

potential and is given for a single material by

2
) | _
‘= k. {5)

‘whire

‘ri
[

Secheck Coellicient far & nagza materiad, V ;Sx
¢ glagtrical resist w(w Shirve vt '
thermal conductiv'ty, W/cm-K

% figure of merit, K-

cs, x o
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The Seebeck Coefficient {s) for a single material is the ratio of the emf
produced per degree of temperature difference. Data on this ratio can be
found in standard tables of Seebeck voltage series. The figure of merit for

a couple can be expressed as
2
(s p-s“) ,

2 =
(\/pnkn * ﬁpkp

(6}

S

)

The maximum temperature difference or liit (ATm_ax) between the hot
and cold junction of a single stage couple is derived from Eq. (1) in Refs.
69 and 70 and is given as a function of the cold junction temperature ('I'C) in
degrees Kelvin as '

AT =

i, 2 -y
max ~§‘£TC‘ (7

An espression for ATnmx as a function of the hot junction temperature (‘I‘H)

is given in Ref. 71 as

OT e (Miezarg Pz g
This is somatimes more uselul since in many appli -ations the hot junction
temperature is fixed. Using the above equationz, one finds the maximum

AT as a function of the hot junction temperature and Z is shown in Fig, 5-2a,
while the hot junction temperature versus the cold iunction temperature for
various values of Z is shown in Fig. 5-2b. Although materials considerations
are discussed in more detail later, the value of Z for the bost pair of
materials currently available on a production basis is ia the ravge of 0. 002

o 0,003, while materials in the development or experimental stage have i

values in the range of U. 004 to 0. 005 at tesmperaturss below 300 K,
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Stage Thermoelectric Cooler

5.7




i
b
!
¥
R -
)

The COP is an extremely important parameter since the power supply
is suci. a major consideration.in space applications. In most cases it will be
desirable to design the system to obtain the maximum COP (as opposed to
designing for the maximum heat pumping rate). The maximum value of the
COFof a singié couple as a function of Z and the cold junction temperature
(T ) is given in Fig. 5-3 for a fixed hot junction temperature of 300 K. The
COP is seen to decrease sharply with a decrease in TC or a corresponding

increase in AT.

The data presented thus far applies to a single stage couple. As pre-
viously indicated, by placing coupleés in series (cascading), a higher AT can
be obtained., In this case, however, the heat rejected by each stage must be
absorbed by the next one, Since the maximum temperature lift (ATmax)
occurs only at a zero heat load, the actual attainable temperature lift for
cascaded couples is only a fraction of the ATmax of each.couple. The effect
of cascading on the maximum COP is shown on Fig, 5-4. Figure 5-4a shows
the variation in COP with the cold junction temperature for a fixed. hot - - '
junction temperature of 300 K for one, two and three stages of cooling.
Large gains from cascading are realized when the operating AT approaches

the maximum AT attainable with a single stage .

The maximum AT attainable for a given value of Z by cascading is
shown in Fig, 5-4b. It can be seen that each new stage greatly increases

the maximum AT,

D, MATERIAL CONSIDERATIONS

The figure of merit, Z, which involves the three parameters previously
defined (i.e., thermal conductivity, electrical resistivity and the Seebeck
Coefficient), is the primary factor for evaluating materials for thermoelectric
coolers, The properties which determine the Z value are interrelated and
in general quite dependent on the electron density and the relative emf dif- ‘
ference between two materials, The value of Z is normally maximized with
electron densities associated with materials in the semiconductor class.,
These materials exhibit a high Seebeck Coefficient and relatively low values of

thermal conductivity and electrical reeistivity.
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The limitation of thermoelectric cooling is primarily a materials per-
formance limit. Data on thc value of Z for various materials as a function
of temperature is presented for both p-type and n-type materials in Fig. 5-5.
In the region of interest for cryogenic cooling, relatively few materials are

available.

At present, the best materials available and reproducible on a produc-
tion basis are the Bismuth-Telluride (BiZ-Te3) alloys. Doping of pure
Bi -Te3 with various impurities provides the necessary positive or negative

chzrge carriers to produce either p-type or n-type materials. The range of
values for Z falls between 0,002 and 0. 003 in the range of 200 to 300 K.

- Specific tabulated data on these alloys comparing theoretical versus actual
test data are shown in Table 5-1, The ATmax is calculated using Eq. (9)

based on measured properties with a hot junction temperature of 300 K.

In previous research and development programs most of the emphasis
has been placed on a search for materials with high values of Z at higher
temperatures which are suitable for power conversion systems, In the past
 few years, however, various other compounds have been developed with
improved Z values at low temperatures, thus increasing the potc?ntial per-~
fermance capabilities of thermoelectric coolers, Compounds off Bismuth
and Antimony have been developed at the Lockheed Research Laboratories,
Palo Alto, California (Ref. 72), under contract to AFFDL., The Z values in
the range of 0,004 to 0. 005 have been achieved at temperatures down to 200 K,
This development is currently being funded by the U, S, Army Night Vision
Laboratory, Ft. Belvoir, Virginia. '

E, MANUFACTURERS AND DEVELOPMENT POTENTIAL

Companies most active in the manufacturing and development of ther-
moelectric coolers include Borg-Warner (Des Plaines, Illinois), Nuclear
Systems (Garland, Texas), Cambridge Thermionic Corporation (Cambridge,
Massachusetts), and Materials Electronics Products Corporation (Trenton,

New Jersey) which is also known as MELCOR, A number of other companies
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active at one time but not now involved in this area include RCA and the
Westinghouse Electric Corporation, Characteristics of typical production
units designed for cooling of IR detectors or other electronic components
are presented in Table 5-2. This is not an all inclusive list, but represents
a cross-section of typical units available and their corresponding perfor-

mance capabilities.,

All of the units shown in Table 5-2 utilize the basic Bismuth-Telluride.
alloys with various doping compounds. The system design limitations are
shown in terms of the maximum AT attainable (corresponds to a no-load
condition), the corresponding cold junction temperature for a 300 K (+27 C)
hot junction, and the maximum cooling load possible (as AT approaches 0,0),
System performance characteristics are shown for a nominal cooling load at
a specified cold junction temperature, the corresponding AT, power input
required, and resulting COP. The relationship between the cold junction

temperature, heat load, and power input for these units is typified by Fig, £-6.

All the units shown are standard production items with the exception of
the two Nuclear Systems units noted (Models 2DG and LT700), These units
were developed for the Army Night Vision Laboratory and are currently
undergoing testing in prototype Army Night Vision systems, The Army Night
Vision Laboratory (Ft. Belvoir) is currently funding Nuclear Systems and
Borg-Warner for development of thermoelectric coolers for use at approxi-
mately 145 K in a terrestrial environment, Experimental units built to date
(an eight-stage cascaded system) have operated at 145 K (under no-load con-
ditions except for the environmental heat input) with a hot junction tempera-
ture of 300 K, Input power required is approximately 50 W, Plans for the
next phase of the program include performing essentially under the same
conditions with the addition of a 100 mW heat load (Ref. 76).

5-14

IR T APy




e SRR Y LM T
R I T I L, R R TR POR M

o R o e, 2 e N s s o e o TS O AT LR TR I

192 “Jod) il chzowwaoqe] uoisiy By AWy “g 5 401 padolsasp sjapo ulhvoxvu«ua
R .01 G 4.0 JO LINBITA ¥ puw [ 130) 4 GOF IO sraesadiux gorawnd joy we poveg,

9 hiabiebis Rl 0°¥2 Rdaiiid Rttt oLl (114 P2y
¥ mmm——— i 0°9 hhdehd o 161 208 o2a2
v f710°0 7| sot oL 3 61 3T Mw 001 Attt (11 it 5201840
4 £200°Q Lot 5°s A £61 IT wwa gy Rt $81 st 2903830DCT
1 4 “%0°0 8 'y A £0Z I 1 097 il 881 aHn S24HS
2 ¥s1°0 Ls s°9 AT Mol ce——— [ ¢4 L8 ZdH3 b
1SL "3y *aw swnsdy seapoey
4 ¥L00 70 oot s ¢t A 007 I® s 001 mat 561 sot FOO1-CON
F4 1%0°0 ke) 1 e 4 Age2 v Mot MmLs S13 58 $008-008
2 ¥£0°0 oL 9°62 A9tZIvmo“t L e 4 otz 23 POCT-008
£ 9£00 °0 s2:4 082 3 022 W™ M 001 bt 912 ” 9565008
k4 ¥£0°0 o9 ¥ ez RoyzIemi it 22 j 73 3566-00% 0
isL "33 sonviedio) Jvostasagy slpraqued ..ﬂ
14 91C0°0 2zl 079 A 8L I® MW 01 bt 1 9t 509 wn
1 4 6100°0 st ¥°s A 581 Ir MW o1 A g2 181 611 0z9
£ 600°0 oL 1°t H 0£2 I® MW 01 06 $o02 56 (134
1 1 cum—— - hebidaied ettt ‘006 vz a0t Lc/3
€ 1200°0 oot $°L A 0027 I M 02 M4 91 L1t L 1s)
2 £€€0°0 0°9 3 022 3T M 00C ‘008 o1z (3 [ 247 :
Z %00°0 8 8°¢ M S12 3¢ mui G MW ‘097 012 o6 i
1 wttoe ¥ ‘St B 25ZTI* M Of M Cofd 144 oL 229 .m °
1 0z°o i1 4 ‘05 B ST 3¢ m OF "ot *" 9 o956 N
1 <0z°0 os 2°L2 HOSZITMS’S “61 31 %4 L [:>¢ -
t $80°0 09 sL°Y R 0FZ 3I® Mt DSt Mt 0£2 oL 131
2 "} ssusny-Saog
solnig (202} (Hq *0 D) ta) Ll | c'o=1v i e X 30 D) proy oN saqzuny 13poin PUT Jadolacag fAanI>GBETH
3o taquuny VU1 iv nduy Jurjoo) jrunuon I® | Xy e ~duzay . x.lnu.wd
JO wuId1ye0) a2amog proy Fonpoon | wondsunr pron
unIXeEY
@ PORSIITIDCS BYD FIUTLRIONIA] WINSAS LPUCHEIRUTT uBisag wnEiS

LA

§19[00) D1I3093]P0ULIIYL
uoonpoag 1ed1dLy jo sod13sixazdeIRYD) °*7Z-G IqEL
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® NUCLEAR SYSTEMS INC. (Model 4FH0259)
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Fig. 5-6. Typlcal Operating Characteristics of
Thermoeclectric Coolers
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Experimental units developed by RCA for the AFFDL in 1968 produced
10 mW of loading at approximately 140 K with a power input of 200 W,
Subsequent units developed by RCA to operate with power inputs of 50 W or
less produced 50 mW cooling at a minimum temperature of 180 K. This
effort was discontinued.

The chief limitation of thermoelectric coolers for space applications
is the figure of merit attainable. As a result, the high power requirements
and limited temperatures available make thermoelectric coolers competitive
with other techniques only at very small heat loads. With the utilization of
technology and materials being developed under current Army programs
coupled with the use of passive radiator systems to reduce the hot junction
temperature, operation of thermoelectric coolers down to near 100 K may be
feasible in the near future,
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VI. CONCLUSIONS

A, CLOSED-CYCLE MECHANICAL REFRIGERATORS

Background data, description and operation of various refrigeration
cycles, performance data and de velopment potential have been summarized

for a number of refrigeration systems applicable to spaceborne operations.

Stirling cycle refrigerators possess several of the primary require-
ments {or spaceborne refrigeration systems (i.e., low power consumption
and small size and welght), Although present designs have a limited life
(500 to 10090 hr) due to wearing of seals and bearings, development of a
Stirling refrigerator capable of operating continuously for 20,000 hr or more
in a spacecrait appears to be (easible, A modified commercial unit has

been operated successfully in space,

The VM cycle refrigerator, currently under development for use in
spacecraft, is considered to have better life potential than the Stirling cycle -
ref{rigerator because of low internal loads on bearings and seals but requires
more power. The potential for supplying energy directly in the form of
heat using radioisotope or solar energy is ancther advantage for spacecralt
applications. A development unit was recently operated successiully in space,

~ The Gifford-McMahon/Solvay cycle refrigerator utilizing separated
components has been wall developad because of the coramercial attractiveness
of this approach, The primary limitation of these systems for spaceborne |
applications is that substantially more powar is roquired than for the Stirling
or VM systems, and system weights are signilicantly higher primarily due
to compressor requirements. Nevertheless, these systems provide the
longest maintenance-free operating liletimes currently available (i.e., up to
3000 hr).

Development is in progress to design gas-bearing turbomachinery
utilizing the reversed Brayton and Claude cycles, Turbomachinery units
appear to have the bast potentiai (or long operating life as well a8 a minimal
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development risk, Although there is little hardware data available, the high
power requirements (due primarily to the low efficiencies of the turbo
compressors and exﬁanders) make thi: refrigerator competitive with other
refrigerators only at low temperatures (below about 20 K) or at higher
capacities (20 to 100 W) where efficiencies improve somewhat relative to the
other types of refrigerators. It is not likely that complete turbomachinery
refrigeration systems applic:ble to military or space systems will be
available for several years. '

Work is also in progress to develop small rotary-reciprocating
machinery utilizing the reversed Brayton cycle, In theory, this concept has
the most promisc for loz;g—liie operation and potentially can result in the
minimum power and weight at temparatures below about 20 K. The com-
plexity and novel approach of the rotary-reciprocating refrigsrator repre-
sonts a development risk, however, and only one unit has been bullt to date.

The closed-cycie J-T system has imm\ »gxtéﬂéiwi;é daveloped for
spocialized aircraft applications, but not foxr apacesrait useage because of
its high power requirements. B '

B. OPEN-CYCLE EXPENDABLE 3YSTEMS

The open-cycle 1-T sgstom providas the simplest, loast expensive
approach to short-term (uahauy measured in hours) eryogonic cooling.
The primary drawbsel iz the weipht penalty lor storage of high-pressure
gas whare extended cperation is reguired, Data on typical units and theo-
ratical and production hardware data are prosented for ¢stimation of gas
storage penalties. |

C:-yugenic fluids stored as liﬁuids in equilibrium with their vapors
{subcriticaly can provide & convenient constant terperature control system
for ground-based or advanced aircraft and spacecraft applications in the
range of approximately 4 to 90 K. Data for selected cryogenic liguids and
various system dosign characteristics including storage penaltios are sum-
marized, " '
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Cryogenic fluids stored at pressures above their critical pressures

(supsrcritical) as homogeneous fluids can provide cooling at various temper-

astures for use in space operations., Supercritical helium, for example, used
in this fashion for cooling in the range of 10 to 100 K is competitive with
spaceborne closed-cycle reirigeration systems for up to approximately 60
days continuous aperation. Cryogenic tankage under development could
extend this time to six months to a year or longer.

Solidified cryogenic coolants can provide a reliable, lightweight, low-

power system for small wattage heat loads, in the range of 10 to 125 K,

for a year or longer. Laboratory models have demonstrated the leasi=
bility of such systems; howsver, limitations involve restrictions on detector
mounting and requirements for specialized filling procedures,

A limited number of {luids exist which can be stored at room tempera-
ture and manipulated thermodynamically to provide cryogenic cooling, A
system utilieing ethane stored at 80 F and 631 psia would be capable of
providing cooling at 100 K for approximately 0. 10 Ib/Wahs, '

C. PASSIVE RADIANT COOLERS

Cryogenic radiatdrs utilizing the low temperature sink of space
dircctly produce an attractive, completely passive cooling system capable
ol high reliability for extended periods, Descriptions of several radiators

designed to provide cooling in the range of 70 to 100 K with capacities up to
 approximately 10 mW are presented,

D,  THERMOELECTRIC COOLERS

Thermoelectric coolers utilizing the Pallier efiect prov . s simple,
lUghtweight, reliable method of cooling {ractiona, wattaze lbads in the rugion
of 200 K, Production !y are available in capacitics ranging from 10 mw

“at 180 K 212 Woes o U iboth bared on & beat sink of 300 K).

B R




The primary limitations »f thermoelectric coolers (due to materials
properties) for space application are the high power requirements and the
limited temperatures achievable, Multistaged coclers are under develop-
ment for operation at 145 K in a terrestrial environment., If utilization of
this technology is coupled with low temperature space radiators, operation
of thermoelectric coolers down to near 125 K may have practical space

application in the near future.
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APPENDIX

TEMPERATURE SCALES AND CONVERSION

Temperature Conversion

To convert from units below to
those on the right, perform the
indicated operations in order C F K R

C x 1 x2+32 | +273 x 2 +492
.32 x = x 1 x = + 255 + 460

x(—;--460 x 1 X =

oo
]
o
~
w

x-g--273 - 460 X = x 1
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